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G 4317: 2018 

Foreword 

This Japanese Industrial Standard has been revised by the Minister of Economy, Trade 
and Industry through deliberations at the Japanese Industrial Standards Committee as 
the result of proposal for revision of Japanese Industrial Standard submitted by Japan 
Stainless Steel Association (JSSA)/Japanese Standards Association (JSA) with the draft 
being attached, based on the provision of Article 12 Clause 1 of the Industrial Standard­
ization Law applicable to the case of revision by the provision of Article 14. 

Consequently JIS G 4317: 2013 is replaced with this Standard. 

However, JIS G 4317: 2013 may be applied in the JIS mark certification based on the 
relevant provisions of Article 19 Clause 1, etc. of the Industrial Standardization Law 
until August 19, 2019. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict with 
patent rights, applications for a patent after opening to the public or utility model rights. 
The relevant Minister and the Japanese Industrial Standards Committee are not 
responsible for identifying any of such patent rights, applications for a patent after 
opening to the public or utility model rights. 

(iii) 
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JAPANESE INDUSTRIAL STANDARD JIS G 4317 : 2018 

Hot-formed stainless steel sections 

Introduction 

This Japanese Industrial Standard has been prepared based on ISO 16143-2: 2014, 
Edition 2, with some modifications of the technical contents. 

The vertical lines on both sides indicate changes from the corresponding Interna­
tional Standard. A list of modifications with the explanations is given in Annex JD. 

1 Scope 

This Standard specifies sections produced by hot forming stainless steels into H sec­
tions, angles, U sections and other shapes of sections (hereafter referred to as specially 
shaped sections). 

Sections is a generic term for H sections, equal-leg angles, unequal-leg angles, U sec­
tions and specially shaped sections. 

NOTE The International Standard corresponding to this Standard and the sym­
bol of degree of correspondence are as follows. 

ISO 16143-2 :2014 Stainless steels for general purposes-Part 2: Corrosion­
resistant semi-finished products, bars, rods and sections (MOD) 

In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to ISO/ 
lEe Guide 21-1. 

2 Normative references 

The following standards contain provisions which, through reference in this text, con­
stitute provisions of this Standard. The most recent editions of the standards (includ­
ing amendments) indicated below shall be applied. 

JIS G 0320 Standard test method for heat analysis of steel products 

JIS G 0321 Product analysis and its tolerance for wrought steel 

JIS G 0404 Steel and steel products-General technical delivery requirements 

JIS G 0415 Steel and steel products-Inspection documents 

JIS G 0571 Method of oxalic acid etching test for stainless steels 

JIS G 0572 Method of ferric sulfate-sulfuric acid test for stainless steel 

JIS G 0573 Method of 65 per cent nitric acid test for stainless steels 

JIS G 0575 Method of copper sulfate-sulfuric acid test for stainless steels 

JIS Z 2241 Metallic materials-Tensile testing-Method of test at room temperature 

JIS Z 2243-1 Brinell hardness test-Part 1: Test method 

JIS Z 2244 Vickers hardness test-Test method 

JIS Z 2245 Rockwell hardness test-Test method 

JIS Z 8401 Guide to the rounding of numbers 
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3 Symbol of grade 

The sections shall be classified into 17 grades, and the classification and the symbol 
of grade shall be as given in Table 1. 

Table 1 Classification and symbol of grade 

Classification Symbol of grade Classification Symbol of grade 

Austenitic series SUS302 Austeni tic-ferri tic SUS329Jl 

SUS304 series SUS329J3L 

SUS304L SUS329J4L 

SUS304Nl 

SUS304N2 

SUS304J3 Ferritic series SUS410L 

SUS310S SUS430 

SUS316 SUS444 

SUS316L 

SUS321 

SUS347 

To indicate by using a symbol that the product is a hot-formed section, suffix 
"-HF" to the symbol of grade. 

Example: SUS304-HF 

4 Manufacturing method 

The manufacturing method shall be as follows. 

a) Sections shall be manufactured by hot-forming process such as hot-rolling, followed 
by heat treatment. The heat treatment conditions shall be selected so that the 
quality requirements specified in Clause 6 are satisfied. 

Symbols indicating heat treatment shall be as given in Table 2. 

NOTE Typical heat treatment conditions are given in Annex JA for reference. 
Other heat treatment conditions than those given in the Annex may be 
selected. 

b) Casting surface produced as a result of heat treatment shall be removed, if required, 
by a suitable method such as acid pickling or grinding. 

Table 2 Symbol of heat treatment 

Heat treatment Symbol 

Solution treatment S 

Annealing A 

Other symbols of heat treatment may be specified by the agreement 
between the manufacturer and the purchaser. 
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5 Chemical composition 

5.1 Heat analysis values 

3 
G 4317: 2018 

Sections shall be tested in accordance with 14.1, and the heat analysis values shall 
satisfy the requirements in Table 3 to Table 5. 

5.2 Product analysis values 

When the purchaser requests product analysis, the test shall be conducted in accor­
dance with 14.1, and the obtained product analysis values shall satisfy the requirements 
in Table 3 to Table 5 within the tolerance specified in Table 5 of JIS G 0321. The tol­
erances for elements not given in JIS G 0321 may be as agreed between the manufac­
turer and the purchaser. 

Table 3 Chemical composition of austenitic series 

Unit: % 

Symbol of C Si Mn P S Ni Cr Mo Cu N Others 
grade 

SUS302 0.15 1.00 2.00 0.045 0.030 8.00 to 17.00 to - - - -

max. max. max. max. max. 10.00 19.00 

SUS304 0.08 1.00 2.00 0.045 0.030 8.00 to 18.00 to - - - -

max. max. max. max. max. 10.50 20.00 

SUS304L 0.030 1.00 2.00 0.045 0.030 9.00 to 18.00 to - - - -

max. max. max. max. max. 13.00 20.00 

SUS304N1 0.08 1.00 2.50 0.045 0.030 7.00 to 18.00 to - - 0.10 to -

max. max. max. max. max. 10.50 20.00 0.25 

SUS304N2 0.08 1.00 2.50 0.045 0.030 7.50 to 18.00 to - - 0.15 to Nb: 0.15 

max. max. max. max. max. 10.50 20.00 0.30 max. 

SUS304J3 0.08 1.00 2.00 0.045 0.030 8.00 to 17.00 to - 1.00 to - -

max. max. max. max. max. 10.50 19.00 3.00 

SUS310S 0.08 1.50 2.00 0.045 0.030 19.00 to 24.00 to - - - -

max. max. max. max. max. 22.00 26.00 

SUS316 0.08 1.00 2.00 0.045 0.030 10.00 to 16.00 to 2.00 to - - -

max. max. max. max. max. 14.00 18.00 3.00 

SUS316L 0.030 1.00 2.00 0.045 0.030 12.00 to 16.00 to 2.00 to - - -

max. max. max. max. max. 15.00 18.00 3.00 

SUS321 0.08 1.00 2.00 0.045 0.030 9.00 to 17.00 to - - - Ti: 5xC % 

max. max. max. max. max. 13.00 19.00 min. 

SUS347 0.08 1.00 2.00 0.045 0.030 9.00 to 17.00 to - - - Nb: 10xC % 

max. max. max. max. max. 13.00 19.00 min. 

PROTECTED BY COPYRIGHT Copyright Japanese Standards Association 
Provided by IHS Markit under license with JSA
No reproduction or networking permitted without license from IHS

-
-
`
,
`
,
`
,
,
,
`
,
`
,
`
`
`
`
`
`
,
,
`
`
`
,
`
`
,
,
`
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: JIS G 4317-2018

http://avadocuments2026.com/doc/jis-g-4317-2018
http://avadocuments2026.com/doc/jis-g-4317-2018


4 
G 4317: 2018 

Table 4 Chemical composition of austenitic-ferritic series 

Unit: % 

Symbol of grade C Si Mn P S Ni Cr Mo N 

SUS329Jl a) o.os 1.00 1.50 0.040 0.030 3.00 to 23.00 to 1.00 to -

max. max. max. max. max. 6.00 2S.00 3.00 
SUS329J3L b) 0.030 1.00 2.00 0.040 0.030 4.50 to 21.00 to 2.50 to O.OS to 

max. max. max. max. max. 6.50 24.00 3.50 0.20 
SUS329J4L b) 0.030 1.00 1.50 0.040 0.030 5.50 to 24.00 to 2.50 to O.OS to 

max. max. max. max. max. 7.50 26.00 3.50 0.30 

Notes a) For SUS329Jl, when one or more elements among Cu, Wand N, which are not given in 
the table, is/are added as required, the content of each element added shall be reported. 

b) For SUS329J3L and SUS329J4L, when one or both of Cu and W, which are not given in 
the table, is/are added as required, the content of each element added shall be reported. 

Table 5 Chemical composition of ferritic series 

Unit: % 

Symbol of C Si Mn P S Cr Mo N Others 
grade 

SUS410L 0.030 1.00 1.00 0.040 0.030 11.00 to - - -

max. max. max. max. max. 13.50 

SUS430 0.12 0.75 1.00 0.040 0.030 16.00 to - - -

max. max. max. max. max. IS.00 

SUS444 0.025 1.00 1.00 0.040 0.030 17.00 to 1.75 to 0.025 Ti, Nb, Zr, or combination of 

max. max. max. max. max. 20.00 2.50 max. these: Sx(C %+N %) to O.SO 

Ni shall not exceed 0.60 %. 

6 Mechanical properties 

6.1 General requirements 

Sections shall be tested in accordance with 14.2, and their mechanical properties 
shall satisfy the requirements in 6.2 to 6.4. The proof stress shall be tested only when 
specified by the purchaser. 

6.2 Mechanical properties of austenitic series 

Mechanical properties of austenitic series shall satisfy the requirements in Table 6. 
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Table 6 Mechanical properties of austenitic series 

Symbol of Proof stress Tensile strength Elongation Hardness a) 

grade HBW HRBWor 
N/mm2 N/mm2 % HRBS b) 

SUS302 205 min. 520 min. 40 min. 187 max. 90 max. 

SUS304 205 min. 520 min. 40 min. 187 max. 90 max. 

SUS304L 175 min. 480 min. 40 min. 187 max. 90 max. 

SUS304N1 275 min. 550 min. 35 min. 217 max. 95 max. 

SUS304N2 345 min. 690 min. 35 min. 250 max. 100 max. 

SUS304J3 175 min. 480 min. 40 min. 187 max. 90 max. 

SUS310S 205 min. 520 min. 40 min. 187 max. 90 max. 

SUS316 205 min. 520 min. 40 min. 187 max. 90 max. 

SUS316L 175 min. 480 min. 40 min. 187 max. 90 max. 

SUS321 205 min. 520 min. 40 min. 187 max. 90 max. 

SUS347 205 min. 520 min. 40 min. 187 max. 90 max. 

NOTE 1 N/mm2 = 1 MPa 

Notes a) For evaluation of hardness, select and apply one of the hardness scales given. 

5 
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HV 

200 max. 

200 max. 

200 max. 

220 max. 

260 max. 

200 max. 

200 max. 

200 max. 

200 max. 

200 max. 

200 max. 

b) Measurement of HRB may be according to either HRBW or HRBS. In case of dispute, HRBW 
shall be applied. The applied measurement method (HRBW or HRBS) shall be indicated with 
the measured value. 

6.3 Mechanical properties of austenitic-ferritic series 

The mechanical properties of austenitic-ferritic series shall satisfy the requirements 
in Table 7. 

Table 7 Mechanical properties of austenitic-ferritic series 

Symbol of Proof stress Tensile strength Elongation Hardness a) 

grade N/mm2 N/mm2 % HBW HRC HV 

SUS329J1 390 min. 590 min. 18 min. 277 max. 29 max. 292 max. 

SUS329J3L 450 min. 620 min. 18 min. 302 max. 32 max. 320 max. 

SUS329J4L 450 min. 620 min. 18 min. 302 max. 32 max. 320 max. 

NOTE 1 N/mm2 = 1 MPa 

Note a) For evaluation of hardness, select and apply one of the hardness scales given. 

6.4 Mechanical properties of ferritic series 

The mechanical properties of ferritic series shall satisfy the requirements in Table 8. 
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Table 8 Mechanical properties of ferritic series 

Symbol of Proof stress Tensile strength Elongation Hardness a) 

grade HBW HRBWor HV 
N/mm2 N/mm2 % HRBS b) 

SUS410L 195 min. 360 min. 22 min. 183 max. 88 max. 200 max. 

SUS430 205 min. 450 min. 22 min. 183 max. 88 max. 200 max. 

SUS444 245 min. 410 min. 20 min. 217 max. 96 max. 230 max. 

NOTE 1 N/mm2 = 1 MPa 

Notes a) For evaluation of hardness, select and apply one of the hardness scales given. 
b) Measurement of HRB may be according to either HRBW or HRBS. In case of dispute, HRBW 

shall be applied. The applied measurement method (HRBW or HRBS) shall be indicated with 
the measured value. 

7 Corrosion resistance 

The corrosion resistance shall be tested only when specified by the purchaser. The 
specification value of corrosion resistance shall be as agreed between the manufacturer 
and the purchaser. The test method to be applied shall be in accordance with 14.3. 

8 Cross-sectional shape, dimensions and dimensional tolerances 

8.1 Cross-sectional shape 

The cross-sectional shape, standard cross-sectional dimensions, cross-sectional area 
and cross-sectional properties of H sections, equal-leg angles, unequal-leg angles and U 
sections are shown in Annex JB for reference. 

The cross-sectional shape of specially shaped sections shall be in accordance with 
JC.1. 

8.2 Dimensions and dimensional tolerances 

Dimensions and dimensional tolerances of H sections, equal-leg angles, unequal-leg 
angles and U sections shall be in accordance with a) to d). 

Dimensions and dimensional tolerances of specially shaped sections shall be in ac­
cordance with JC.2. 
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