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Foreword

This translation has been made based on the original Japanese Industrial Standard
revised by the Minister of Economy, Trade and Industry through deliberations at the
Japanese Industrial Standards Committee as the result of proposal for revision of
Japanese Industrial Standard submitted by Japan Titanium Society (JTS)/Japanese
Standards Association (JSA) with the draft being attached, based on the provision of
Article 12 Clause 1 of the Industrial Standardization Law applicable to the case of
revision by the provision of Article 14.

Consequently JIS H 0511:1990 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.
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JAPANESE INDUSTRIAL STANDARD JIS H 0511 : 2007

Titanium—Sponge titanium—
Test methods for brinell hardness

1 Scope

This Japanese Industrial Standard specifies the test methods for Brinell hard-
ness of sponge titanium.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards
(including amendments) indicated below shall be applied.

JIS B 7724 Brinell hardness test—Verification of testing machines
JIS H 1610 Titanium and titanium alloys—Sampling methods
JIS K 1105 Argon

JIS Z 2243 Brinell hardness test—Test method

JIS Z 8402-6 Accuracy (trueness and precision) of measurement methods and re-
sults—Part 6: Use in practice of accuracy values

3 Symbols, definitions and expressions

Symbols, definitions and expressions used in this Standard shall be in accordance
with clause 4 of JIS Z 2243.

4 Apparatus

The apparatus shall be the Brinell hardness testing machine specified in JIS B
7724.

5 Preparation methods of sample for measuring hardness

5.1 Classification of preparation methods of sample for measuring hard-
ness

The preparation method of the sample for measuring hardness shall be any of
the following a) to ¢) according to the melting method of sponge titanium and the
type of the sample to prepare.

a) Non-consumable electrode type inert gas arc melting method (prepara-
tion of button-shaped sample) The button-shaped sample for measuring
hardness shall be prepared by arc melting of sponge titanium in the inert gas
atmosphere such as argon gas using the melting furnace equipped with the non-
consumable electrode made of material such as tungsten.

b) Non-consumable electrode type inert gas arc melting method (prepara-
tion of cylindrical sample) The cylindrical sample for measuring hardness shall
be prepared by casting melted titanium into the mould of the lower step of the
crucible after arc melting of sponge titanium at the upper step of the crucible in
the inert gas atmosphere such as argon gas using the melting furnace equipped
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