~ JIS Hx1058 87 MM 4933608 0050690 L WM / B

UDC 669.3 : 669.35 : 543.062 : 669.779

JAPANESE INDUSTRIAL STANDARD

Methods for Determination of
Phosphorus in Copper
and Copper Alloys

JIS H 1058+

Translated and Published
by

Japanese Standards Association

Documents

Printed in Japan Document Sharl%gg-lub



http://www.avadocuments.com/doc/jis-h-1058-1987
http://www.avadocuments.com/doc/jis-h-1058-1987

© JIS Hx1058 &7 WM 4933606 0050691 & W |

In the event of any doubt arising,
the original Standard in Japanese is to be final authority.

Documents

Document Sharing Hub



http://www.avadocuments.com/doc/jis-h-1058-1987
http://www.avadocuments.com/doc/jis-h-1058-1987

JIS Hx1058 87 WM 4933L08 0050692 T 1M

UDC 669.3:669.35:543.062:669.779

. JAPANESE INDUSTRIAL STANDARD JIS
Methods for Determination of Phosphorus H 1058-1987
in Copper and Copper Alloys
1. Scope

This Japanese Industrial Standard specifies the methods for determination
of phosphorus in copper and copper alloys (wrought copper and copper castings).

2. General Matters

General matters common to the methods for chemical analysis shall be in
accordance with JIS H 1012.

3. Classification of Determination Methods

The method for determination of phosphorus shall be in accordance with
‘ either of the following standards. The applied alloy number of each determi-
nation method shall be as given in Table 1.

(1) Ammonium molybdophosphate precipitate separation sodium hydroxide‘nitric
acid back titrimetric -method This method applies to the sample of
0.03 wt% and over to 0.50 wt% incl. in phosphorus content.

(2) Molybdovanadophosphoric acid absorptiometry This method applies to
the sample of 0.004 wt% and over to 0.50 wt% incl. in phosphorus content.

Applicable Standards, Corresponding International Standard and Reference
Standards: See page 7.
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