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JAPANESE INDUSTRIAL STANDARD 4 I8

Methods for Determination of E H 1110-1989
~Cadmium in Zinc Metal o

1.' ' Scope.

This Japanese Industrial Standard specifles the methods for determmatmn
of cadmium in zinc metal spec1f1ed 1n Jis H 2107

2. General Matters

The general matters in common to analytical methods shall be 1n ‘ac-
cordance with JIS K 0050, JIS K 0116 and JIS K 0121,

3. Samphng and Treatment of Sample

3.1 SamRhng Samplmg shall be as fOllOWS‘

1)

(2)

Samphng shall principally be in accordance with JIS H 0301
Provided that the sample taken by means of a drill shall be cut to

not more than about 5 mm by using cleaned scissors. .

When the sampling cannot follow the spec1ficat10n above-mentioned,

‘it shall be decided according to the agreement between the parties -

concerned in dehvery

3.2 Treatment of Sample The treatment of sample shall be as follows:

(1)

(2)

The sample for analysis shall be 'hermetlcal'ly kept in such a glass
container with a su1tab1e 11d as to prevent it from contammatmn by

“alien matters.

The sample for analysis N when its surface has a. fear hkely to be
smeared with oil or the like, shall be prev10usly washed and cleaned
w1th ethanol and diethyl ether. . _

3.3 Weighing of Sample The weighing of the sample for analys1s shall be.

as follows:

(1)

(2)

When weighing the sample for analysis, the sample shall be satis-
factorily mingled so as to let the sample represent averaged

composmon .

When weighing out the sample for ana1y51s pr1n01pa11y a chemical
balance shall be used to read out to the nearest 10 mg.

Applicable Standards: . See page 7.
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