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JAPANESE: INDUSTRIAL® STANDARD JIS
Methods for Determination of Silicon H 1276-1988
in Nickel and Nickel Alloy Castings
1. Scope

This Japanese Industrial Standard specifies the *nethods for determination of
silicon in nickel and nickel alloy castings.

2.  General Matters -

General matters common to the methods for chemical anaiYsis shall be in
accordance with JIS H 1270.

3. Classification of Determination Methods

The method for determination of silicon-shall be in accordance with one
of the following methods; The samples to which each determination method applies
shall be as given in Table. : ,

(1) silicon Dioxide Gravimetric Method - This method applies rto the sample of
0.1 wi% and over to 4.0 wi% including in silicon content.

(2) Molybdosilicic Acid Blue Absorptiometry = This method applies to the sample
of 0.05 wt% and over to 1.0 wt% including in silicon content. : :

Table. Determination Methods and Samples to Be Applied

. Silicon dioxide‘ Molybdosilicic acid

Sample gravimetric method | blue absorptiometry
‘Nickel casting 7 e o -
Nickel copper alloy O |- o
casting R
Nickel molybdenum
alloy casting - ' , o .
Nickel molybdenum _ o
chromium alloy casting ,
Nlckel chromium iron o _

alloy casting

.Applicable Standard:

JIS ' H 1270- General Rules for Chemical Analy31s of Nickel and Nickel
Alloy Castings
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