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JAPANESE INDUSTRIAL STANDARD 518

Methods fer Determmetren of Sulfur . " H 1-'2'_?7—'1988
in Nickel end Nrekel Alley Ceetmgs T T

l.. Seeee

This Jepanese Induetrrel Standard epee1f1ee the methecle fer determmetmn ef
eulfur in mekel and nickel elley eeetmgs -

2. Gen’erel- Mettere- -

| Generel matters common to the methede for ehemleel enelyem shall be in
r _eeeerdance with JS H 12?0 and JIS 7 2616. |

3. Claseﬁmatmn ef Determmatlen Methede

. | The methed for . determmahen of sulfur ehell be in eeeerdenee with one |

of the following methods, and samples to which each determlnetlen method applies
shall be as given in Teble | - | |

(1) Cembuehen-—SOdlum Hydremde Titrimetric Method ThlS method ElppllES to
the eemple of 0. UUe wt‘f's erlcl over to {.6 wt% 1r1elud1ng in eulfur content.

('2) 'Cembustmn Cenduetemetrle Methed This mether:l epplree to the eemple of
- -0,001 wte and over te U 3 wt% meludmg in sulfur content, -

(3) Cembustmn-Ceulemetrrc Methed ThlS methed epphee to the eemple Of 0.001
Wt% end over to 0.3 wtls meludmg in sulfur content.

(4) Cembustmn Infrared Abeerptlen Methed [Integrel Methed) Thle methed

“applies to the semple ef 0. 001 wt% and over to 0.3 wt% “including in eulfur
. eentent o | . | | _

(5} Cembuet1en Infrerecl Abserptlen Methed (Clreuletmg Methed) Thre method

_ applies to the sample of U Oﬂl wt% encl over to {l 3 wit% meludmg in sulfur
eentent ' . o |

Appheable Stendards*

JIS H 1270- Generel Rules for Chem1eel Anelysm ef Nmkel ancl Nlckel
| Alley Caetmge | . . -

JIS K 8001 General Rulee ef Testmg Mlethede fer Reegents o

JIS Z 2616 Generel Rulee fer Determmetmn of Sulfur in. Metellle
L Meterlels - - | |
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