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Phosphorus in Nickel and -
‘Nickel Alloy Castings

- 1. ScapE'.. |

. This Japanese Industr:tal Standard spemfles the methods fur determlnatinn nf
phosphorus in mckel and nickel allc:ny castlngs. - -

2. G'éneral Matteré

| General matters common tﬂ the methﬂds fnr chemlcal analysm shall be in
acmrdanae w1th JIS H 1270 . . |

]

3. Classi.’fiﬂatidn of Determinatiﬂﬁ Me{hocls "

The method for determmatmn of phnspharus shall be in accurdance with e1ther

~ one of the fﬂllﬂWng methods. Samples to which each. determinatmn methnd applles
shatl be as given in Table. | | .

{_ 1) -_MﬂlybdDPhUSPhﬂrlc Acid Blue Absnrptmmetry This methnd applies to the
S sample {ﬁ 0.005 wi%¥ and over to 0.05 wi% in phosphorus cc}ntent

(2) _Inn E‘.xchange Separation Mﬂlyhdﬂphnsphmrlc Acid Blue Absmrptmmetr)_r_ ~ This
~ method applies to the sample c:-f 0. 005 wt% and nver to 0 05 wt% in -
- phosphorus - content. | | -

Appllcable Standard.

JIS H 1270~ General Rules fnr Chemlcal Analysm nf Nlckel and
NlCl{El alloy Castmgs .
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