STD.JIS H 1338-ENGL 1993 EE 4933b08 D544L01 267 NN
UDC 669.721.5:543:546.72.062

This standard was revised in 11, 1993

JAPANESE INDUSTRIAL STANDARD

Methods for Determination of Iron
in Magnesium Alloys

JIS 1 1338-1976

(Reaffirmed: 1984)

This copy is an English version of Japanese
Industrial Standard prepared by Japanese
Standards Association, the copyright holder.
Any further reproduction without permission
is prohibited.

! Translation without guarantee H
1 In the event of any doubt arising, the original !
H standard in Japanese is to be evidence

Translated
by

Japanese Standards Association

124, Akasaka 4, Minato-ku
Tokyo 107 Japan

© JsSA, 1986 Documents

1530


http://www.avadocuments.com/doc/jis-h-1338-0
http://www.avadocuments.com/doc/jis-h-1338-0

STD-JIS H L338-ENGL 1993 EE 4933L0A 0O544LOZ2 LT3 MM

This English translation is prepared at the expense of
Japan External Trade Organizaion (JETRO).

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Tue AfigIR8@2:RE:06t2Mtkils: JIS H 1338 0


http://www.avadocuments.com/doc/jis-h-1338-0
http://www.avadocuments.com/doc/jis-h-1338-0

STD.JIS H 1338-ENGL 1993 EE 4933LD& 0544L03 03T MW
UDC 669.721.5:543:546,72,062

JAPANESE STANDARDS ASSOCIATION

JAPANESE INDUSTRIAL STANDARD JIS

Methods for Determination of Iron
in Magnesium Alloys H 1338-1976
(Reaffirmed: 1984)

1. Scope

This Japanese Industrial standard specifies the methods for
determination of iron in magnesium alloys.

¢ 2. General Matters

General matters common to the analysis method shall be in accor-
dance with JIS H 1331.

3. Determination Methods

3.1 Classification of Methods The method for determination of iron
shall be in accordance with either one of the following methods:

(1) Thiocyanic acid absorptiometry
(2) 0-Phenanthroline absorptiometry

3.2 Thiocyanic Acid Absorptiometry

3.2.1 Summary A sample is decomposed with sulfuric acid, col-

oured by adding hydrogen peroxide water and potassium thiocyanate and
its absorbancy is measured.

3.2.2 Reagents The reagents shall be as follows:
(1) Magnesium It is Class 1 metal of JIS H 2113, or otherwise
the reagent corresponding to guaranteed grade reagent of JIS
K 8875, which contains a little iron.
(2) Sulfuric acid (1+1)
(3) Hydrogen peroxide water (3 %)

(4) Potassium thiocyanate solution (20 w/v %)

Applicable Standards:
JIS H 1331-General Rules for Chemical Analysis of Magnesium Alloys
JIS H 2113-Cadmium Metal

JIS K 8875-Magnesium
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