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JAPANESE INDUSTRIAL STANDARD JIS
. Method for Determination of H 1682-1976
Silicon in Tantalum (Reaffirmed: 1986)

1, Scope

This Japanese Industrial Standard specifies the method for determination of
> silicon in tantalum.,

g 2. General Matters

General matters common to the method for determination shall be in
accordance with JIS H 1680. ‘

3. Classification of Method

' The method for determination of silicon shall be in accordance with anion
' exchange separation molybdenum blue absorptiometry. This method applies to the
sample of not less than 0.0005 % in silicon content.

4, Anion Exchahge Separation Molybdenum Blue Absorptiometry

4,1 Summary A sample is decomposed with hydrofluoric acid and nitric acid
and tantalum is adsorbed to be removed by passing the solution through an ion
exchange column. Thereafter, boric acid is added to effluent, dissolved by heating
and fluorine is masked. Silicomolybdic acid is generated by adding ammonium
molybdate thereto. Thereafter, it is made molybdenum blue by adding
aminonaphtholsulfonic acid and the absorbance is measured.

4.2 Reagents The reagents shall be as follows. The reagents of an extremely
low silicon content shall be used and reserved in a polyethylene container.

Further, distilled water shall be used as water.
. (1) Nitric acid (1 + 1, 1 + 25)
(2) Hydrofluoric acid (1 + 1, 1 + 4)
\ (3) Sulfuric acid (1 + 1)
(4) Boric écid

(5) Sodium nitrate (5 w/v %)

Applicable Standard:

. JIS H 1680-General Rules for Chemical Analysis of Tantalum
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