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Foreword 

This translation has been made based on the original Japanese Industrial 

Standard revised by the Minister of Economy, Trade and Industry through 
deliberations at the Japanese Industrial Standards Committee as the re­
sult of proposal for revision of Japanese Industrial Standard submitted 

by Japan Aluminium Association (JAA)/Japanese Standards Association 
(JSA) with the draft being attached, based on the provision of Article 12 
Clause 1 of the Industrial Standardization Law applicable to the case of 

revision by the provision of Article 14. 

Consequently JIB H 2102 : 2009 is replaced with this Standard. 

This JIB document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may 
conflict with a patent right, application for a patent after opening to the 
public or utility model right which have technical properties. The relevant 

Minister and the Japanese Industrial Standards Committee are not re­
sponsible for identifying the patent right, application for a patent after 
opening to the public or utility model right which have the said technical 

properties. 

PROTECTED BY COPYRIGHT 
Provided by IHS Licensee=Hong Kong Polytechnic University/9976803100 

Not for Resale, 07/25/2014 03:39:32 MDTNo reproduction or networking permitted without license from IHS

-
-
`
,
`
,
,
,
,
`
,
`
`
,
`
`
`
`
,
`
`
`
`
`
`
,
,
,
`
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: JIS H 2102 2011

http://avadocuments2026.com/doc/jis-h-2102-2011
http://avadocuments2026.com/doc/jis-h-2102-2011


JAPANESE INDUSTRIAL STANDARD JIS H 2102 : 2011 

Aluminium ingots for remelting 

Introduction 

This Japanese Industrial Standard has been prepared based on the first edition of 
ISO 115 published in 2003 with some modifications of the technical contents. 

This Standard specifies, among the aluminium ingots for remelting and refined alu­
minimum ingots that were given in JIS H 2102 : 2009 and JIS H 2111 : 2009, those 
that are in conformance with designations specified in ISO 115, and has deleted those 
that are not in conformance with the said ISO standard. All designations specified in 
ISO 115 are included. The portions with continuous sidelines or dotted underlines are 
the matters in which the contents of the corresponding International Standard have 
been modified. A list of modifications with explanations is given in Annex JA. 

1 Scope 

This Standard specifies aluminium ingots for remelting (hereafter referred to as 
"ingots"). 

NOTE: The International Standard corresponding to this Standard and the 
symbol of degree of correspondence are as follows: 

ISO 115 : 2003 Unalloyed aluminium ingots for remelting - Classifjca­
hon and composition (MOD) 

The symbols which denote the degree of correspondence in the con­
tents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to 
ISO/lEe Guide 21-1. 

2 Normative references 

Thg_JQnQ_wi1}g __ $t~ng!Jxg~ __ <;_Qntgin_1!xQ):i~iQn~ __ whi~hJ __ tJxrg~gh_xgf~x~n~~ __ in_Jhi$ __ t.~)S~tJ 
,QQn~t_it~_t~_1!XQ):i~iQn~_9i_t_hiB.._Stgn(;l~xg_. __ Tbg_mg~tX~J;;~nt __ ~gitiQnB.._Qf_t))g_B..t~nd~:r_(l$ __ Gn-_ 
,d_ll dinK _~)))g:ndmgnt§'2 _ in(~U<;_~_t~d _ R~lQW _ §'_h~U J?_~ __ ~p-p.li~g! 

JJS_Jl_O_3_0J ____ Q~lJ~J;I!_1);lJ.l(}§fQr$JJmR!jl)g-§tJ.lJ)p!f!.Jlr.(}PtJ.);4liQlJ_fl:nq_tJ.l)JJJytic;fl:!l~$li!JgQf 
.lJQn_-[?J:r.QJJ§/JJ...(}/;/J!$. 

JJS_Jl_O_3_ZJ ____ Q~lJf!.J;tJ.l);lJ.l~~_[QJ:j!J§Rff9liQ!J_Qf!HJlJ~[f!.J;XQY§_mfft.tJ./mfl:t.f}Kifl:!§ 

JJS_Jl_1399 ___ )lf?-':.flQ(L[QK_QRt.if;41_~mi$.$ifllJ§PJ}f;_tJ;QQflf!.mip./JII!!J.JJJY$i~ __ Qf/J!Y/JJ...ilJiJ!lJJ_/J!Jd 

R! Y!!JilJ.i Y!!I _tJ.119Y$ 

JJS_ Jl_1396. __ )If?_tflQd$. _[QJ; _!l: tQmic;_ !!b§QJ;ptiQ!J_ §RffQtr.fl1P-J}tr.i9. _!l:lJ/J!x$.i$. _ 9l fl:!lJ1P.inilJ1JJ _ /J!Jd 

RI Y!!JilJ.i Y!!J __ tJ.119Y$ 

JJS_Jl_139Z __ )lf?_tflQd$.IQJ;ilJ4Jlc;t.jv.?!x_9Qypl?_Qp}/J$.m/J_f!.mi~~iQlJ_$P~f;tJ;Q!!J_?_tJ;j9 __ 4!JtJ./y~j$ 

.9l /J! Y!!JilJ.iJ!!Jl _tJ._lJ. d_ /J/zJlP.inilJ1Jl_IJ.!IQY$ 
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