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1. Scope

Remarks 1.
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Magnesium alloy ingots for castings H 2221-1992

This Japanese Industrial Standard specifies the magnesium alloy ingots
(hereafter referred to as the "alloy ingot"), to be used for sand or metallic
mould or other castings.

Applicable standards to this Standard are as follows:

dIS H 1331-General Rules for Chemical Analysis of
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Magnesium Alloys

1332-Methods for Determination of Aluminium in
Magnesium Alloys

1333-Methods for Determination of Zinc in Magnesium
Alloys

1334-Methods for Determination of Manganese in
Magnesium Alloys

1335-Method for Determination of Silicon in Magnesium
Alloys

1336-Methods fc'>r Determination of Copper in
Magnesium Alloys

1337-Methods for Determination of Nickel in
Magnesium Alloys

1338-Methods for Determination of Iron in Magnesium
Alloys

1340-Method for Determination of Zirconium in
Magnesium Alloys

1345-Method for Determination of Rare Earths in
Magnesium Alloys

2. Corresponding International Standards to this Standard are
’ given as follows: ‘
ISO 121 : 1980 Magnesium-aluminium-zinc alloy ingots and
: alloy castings — Chemical composition and
mechanical properties of sand cast
reference test bars
ISO 3115: 1981 Castings in magnesium alloys containing
, zirconium — Chemical composition and
mechanical properties
2. Class and symbol
. The class and symbol of alloy ingots shall be as given in Table 1.

Documents


http://www.avadocuments.com/doc/jis-h-2221-0
http://www.avadocuments.com/doc/jis-h-2221-0

