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H 4090 : 2006

Foreword

This translation has been made based on the Amendment to the origi-
nal Japanese Industrial Standard revised by the Minister of Economy,
Trade and Industry through deliberations at the Japanese Industrial
Standards Committee in accordance with the Industrial Standardiza-
tion Law.

Consequently, JIS H 4090:1990 is partially replaced with this Amend-
ment.
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JAPANESE INDUSTRIAL STANDARD JIS H 4090 - 2006

Aluminium and aluminium alloy welded pipes and tubes
(Amendment 1)

JIS H 4090 : 1990 is revised as follows.

3.1 Appearance
In (3), replace "5.8 (3) of JIS Z 3604" with "7.8 ¢) of JIS Z 3604".

3.3.2 Radiographic Test

Replace "When subjected to the radiographic test in accordance with 7.2.4, the weld of
arc welded pipes and tubes shall show the quality of Class 2 or better as specified in
JIS Z 3105" with " When subjected to the radiographic test in accordance with 8.2.4,
the weld of arc welded pipes and tubes shall show the quality of Grade 2 or better as
specified in Annex 4 of JIS Z 3105".

5. Material
Replace "BA 11 PC and BA 12 PC" with "BAS111P and BAS211P".

Applicable Standards:

Replace "JIS H 0001—Temper Designation for Aluminium and Aluminium Alloys" with
"JIS H 0001 A/uminium, magnesium and their allovs—Temper designation".

Replace "JIS Z 3105—Methods of Radiographic Test and Classification of Radiographs
for Aluminium Welds" with "JIS Z 3105 Methods of radiographic examination for
welded joints in aluminium".

Replace "JIS Z 3232—Aluminium and Aluminium Alloy Welding Rods and Wires" with
"JIS Z 3232 Aluminium and aluminium alloy welding rods and wires".

Replace "JIS Z 3604—Recommended Practice for Inert Gas Shielded Arc Welding
(Aluminium and Aluminium Alloy)" with "JIS Z 3604 Recommended practice for inert
gas shielded arc welding of aluminium and aluminium alloys".
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Errata for JIS (English edition) are printed in Standardization Journal published monthly by
the Japanese Standards Association, and also provided to subscribers of JIS (English edition)
in Monthly Information.

Errata will be provided upon request, please contact:

Standards Promotion Department, Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

TEL. 03-3583-8002 FAX. 03-3583-0462
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In the event of any doubt arising,

the original Standard in Japanese is to be final authority.
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UDC 669.71-462:669.715-462:621.791

. - @ JAPANESE INDUSTRIAL STANDARD JIS

Aluminium and Aluminium Alloy H 4090-1990
Welded Pipes and Tubes

1. Scope

This Japanese Industrial Standard specifies the aluminium and aluminium
alloy welded pipes and tubes prepared by welding aluminium and aluminium
: alloy strips and aluminium alloy brazing sheet by high-frequency induction
welding (hereafter referred to as "welded pipes and tubes") and those
prepared by welding aluminium and aluminium alloy sheets by inert gas
shielded are welding or other equivalent welding methods (hereafter
referred to as "arc welded pipes and tubes").

Remark: The units and numerical values given in { } in this Standard
are based on the International System of Units (SI) and are
appended for informative reference.

Further, the traditional units with numerical values and the

. accompanying SI units with converted numerical values given
in { }in this Standard shall be replaced by the units with
the relevant converted values given in Annex on January 1,
1991.

2. Types and Designations

The welded and arc welded pipes and tubes shall be classified each into
9 types according to the chemical composition as given in Table 1, and the
welded pipes and tubes shall further be subdivided into the normal and the
special classes according to the degree of dimensional tolerances.

. Applicable Standards: See page 30.
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H 4093—1990
@
Table 1. Classification
Type Designation
e Class
ﬁtlllrcr)]}l;er ri;iss;gftag;?ggbgrocess Normal class Special class
1050 A 1050 TW A 1050 TWS
1100 A 1100 TW A 1100 TWS
1200 A 12-00 W A -1200 TWS
3003- A 3003 TW A 3003 TWS
3203 Welded pipes and tubes A 3203 TW A 3203 TWS
BA 11 BA 11 TW BA 11 TWS ®
BA 12 BA 12 TW BA 12 TWS
5052 A 5052 TW A 5052 TWS
5154 A 5154 TW A 5154 TWS
1070 A 1070 TWA
1050 A 1050 TWA
‘1100 A 1100 TWA
1200 A 1200 TWA
3003 | pre welded pipes and A 3003 TWA
3203 A 3203 TWA
5052 A 5052 TWA ‘
5154 A 5154 TWA
5083 A 5083 TWA
Remark: The temper grade symbol(?) should follow the above
designations.
Note (') For temper grades, refer to JIS H 0001.

Full document details: JIS H 4090-1990 amd1-2006

Documents

Document Sharing Hub



http://avadocuments2026.com/doc/jis-h-4090-1990-amd1-2006
http://avadocuments2026.com/doc/jis-h-4090-1990-amd1-2006

JIS Hx4090 90 == H“lijDB 0052403 9 W

3
H 4090-1990

3. Qua]itz.

3.1 Appearance The welded and the arc welded pipes and tubes shall have
correct shapes, workmanlike finishes and uniform quality, and be free from
defects harmful to the use of the products.

The arc welded pipes and tubes shall meet the follwoing quality re-
quirements. :

(1) The base metal shall be formed into a tubular shape and have smooth
surfaces.

(2) Bead surfaces without a particular finish shall be as smooth as
possible and uniform in shape.

(3) The height of reinforcement of weld in butt welding shall conform
to 5.8 (3) of JIS Z 3604.

. 3.2 Quality of Welded Pipes and Tubes

3.2.1 Mechanical Properties The mechanical properties of the welded
pipes and tubes (tensile strength, proof stress and elongation) shall meet
the requirements of Table 2. However, the proof stress are applicable
only when particularly required by the purchaser.
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