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' , JAPANESE INDUSTRIAL STANDARD J18s

Magnesium Alloy Bars H 4203-1990

1. Scope

This Japanese Industrial Standard specifies the magnesium alloy bars
(hereafter referred to as the "bars") having a round, rectangular, square,
ortho-hexagonal or ortho-octagonal cross section and manufactured by the
extrusion process.

- , Remark: The units and numerical values given in { }in this Standard
) are based on the International System of Units (SI) and are
appended for informative reference.

Further, the traditional units and numerical values shall be
replaced by the accompanying SI units and the relevant
converted values given in { } on January 1, 1991.

‘ 2. Grade and Symbol
The tubes shall be classified into the grades and symbols as given in
Table 1.
Table 1. Grades and Symbols
For reference
Grade | Symbol Equivalent alloy
1S0 ASTM BS DIN
Grade 1| MB1 | Mg-Al3Znl AZ31 MAG-E-111 MgAl3Zn
Grade 2| MB2 | Mg-Al62Znl AZ6LA MAG-E-121 MgAL 6 Zn
Grade 3| MB3 Mg-Al8Zn AZ80A — MgAl8Zn
Grade 4| MB4 | Mg-ZnlZr — MAG-E-141 —_—
Grade 5| MB5 | MgZn3Zr — MAG-E-151 —
‘ Grade 6 MB 6 Mg-Zn 6 Zr ZK GO A MAG-E-161 MgZn 6 Zr
Remark: The letter symbol denoting the temper
grade() shall be affixed to the desig-
nation given in the above table.
* Note (1) The letter symbol, definition and meaning

of each temper grade shall be referred
to those specified in JIS H 0001.

-

Applicable Standards: See page 7.
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