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@ JAPANESE INDUSTRIAL STANDARD J18

Tungsten Rods for Lighting and H 4462-1989
Electronic Equipments .

1. Scope

Th1s Japanese Industmal Standards specifies the tungsten rods, herem—
after referred to as the "rods", to be used for filaments, springs, supports,
welds and so on for lighting and electronie equipments.

Remark: The units and numerical values given in { } in this Standard
are based on the International System of Units (8I) and are
appended for informative reference.

| Further, the traditional units accompanied by numerical values
| in this Standard shall be converted to the SI units and
| numerical values on Jan. 1, 1991.

.: 2. Classification and Symbols
The class, division of finish and the symbols of the rods shall be as given
in Table 1.
Table 1. Classit‘icatien, Division of Finish and Symbols
Classification ‘Division of finish Symbol Appliéation example
| As wire-drawn . | VWB 1D ;
Class 1 Electrolytically polished - VWB 1 E 'Firlaments
Ground - - | vVWwB1laG
} -As swaged R E VWB 2 8§
Clase . ' As wire-drawn | - .’ VWB 2 D ) _:Springs',' supports,
’ B ‘Electrolytically polished | VWB 2 & welds, etc.
Ground | VWB 2 G

Remarks 1. The finish by grinding shall include the barrel grinding.

2. The rods requiring straightness shall be marked with S at -
the end of its symbol..

Applicable Standards:

JIS H 1401-Method for Chemical Analys1s of Tungsten and Molybdenum
< Alloy Materials - -

— o :
. JIS H 4460-General Rules for Test of Tungsten and Molybdenum Materlals
' - for Lighting and Electronic Equipments
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