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UDC 669.245'3-422
' JAPANESE INDUSTRIAL STANDARD JIS

Nickel and nickel alloy rod and bar H 4553-1991

1. Scope

This Japanese Industrial Standard specifies expanded or elongated nickel and nickel alloy
rods and bars (hereafter referred to as the "rods").

Remarks 1. Rods referred to here shall mean expanded or elongated solid products supplied
with uniform cross-sections and in straight form over the entire length. However,
they may be supplied in coiled form where requested by the customer.

- 2. The standards cited in this Standard are as shown below.
JIS H 0321-General Rules for Inspection of Non-ferrous Metal Materials

JIS H 1270-General Rules for Chemical Analysis of Nickel and Nickel Alloy Cast-
ings

JIS H 1271-Methods for Chemical Analysis of Nickel-Copper Alloy

Castings

I JIS H-1272-Methods for Determination of Copper in Nickel and Nickel Alloy

JIS H 1273-Methods for Determination of Iron in Nickel and Nickel Alloy Cast-
ings

JIS H 1274-Methods for Determination of Manganese in Nickel and Nickel Alloy
Castings

JIS H 1275-Methods for Determination of Carbon in Nickel and Nickel Alloy
Castings

JIS H 1276-Methods for Determination of Silicon in Nickel and Nickel Alloy
Castings

JIS H 1277-Methods for Determination of Sulfur in Nickel and Nickel Alloy Cast-
ings

JIS H 1278-Methods for Determination of Phosphorus in Nickel and Nickel
Alloy Castings

JIS H 1279-Methods for Determination of Chromium in Nickel Alloy Castings
JIS H 1280-Methods for Determination of Molybdenum in Nickel Alloy Castings
‘ JIS H 1281-Methods for Determination of Vanadium in Nickel Alloy Castings
' © JIS H 1282-Methods for Determination of Tungsten in Nickel Alloy Castings
JIS Z 2201-Test Pieces for Tensile Test for Metallic Materials
JIS Z 2241-Method of Tensile Test for Metallic Materials
JIS Z 2245-Method of Rockwell and Rockwell Superficial Hardness Test
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