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Foreword

This translation has been made based on the original Japanese Indus-
trial Standard revised by the Minister of Economy, Trade and Industry
through deliberations at the Japanese Industrial Standards Committee
as the result of proposal for revision of Japanese Industrial Standard
submitted by the Japan Titanium Society (JTS)/Japanese Standards
Association (JSA) with the draft being attached, based on the provision
of Article 12 Clause 1 of the Industrial Standardization Law applicable
to the case of revision by the provision of Article 14.

Consequently JIS H 4600:2007 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Being in conformance with this Standard may come under the use of the
patent rights held by the following:

— Name: Kobe Steel, Ltd.

— Address: Wakinohama-cho 2-10-26, Chuo-ku, Kobe-shi, Hyogo-ken
— Name: Sumitomo Metal Industries, Ltd.

— Address: Harumi 1-8-11, Chuo-ku, Tokyo-to

The relevant holders of the above-mentioned industrial property
rights have indicated to the Japanese Industrial Standards Committee
an intention of granting license to anyone under the nondiscriminatory
and reasonable conditions, except to the other holders of the industrial
property rights related to this Standard who will not grant their li-
censes under the same conditions.

It should be noted that following this Standard does not always refer
to granting a free license.

Attention is drawn to the possibility that some parts of this Standard
may conflict with patent rights other than mentioned above. The Minis-
ter of Economy, Trade and Industry and Japanese Industrial Standards
Committee are not responsible for identifying such patent rights.

The “patent rights” as mentioned here include patent right, applica-
tion for a patent after opening to the public or utility model right.

(ii) Documents

Document Sharing Hub
PROTECTED PY COPYRIGHT

Full document details: JIS H 4600-2012


http://avadocuments2026.com/doc/jis-h-4600-2012
http://avadocuments2026.com/doc/jis-h-4600-2012

JAPANESE INDUSTRIAL STANDARD JIS H 4600 : 2012

Titanium and titanium alloys — Sheets, plates and strips

1 Scope

This Japanese Industrial Standard specifies the sheets and plates (hereafter referred
to as “sheets”) and strips (hereafter referred to as “strips”) of titanium and titanium
alloys.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS H 0321 General rules for inspection of non-ferrous metal materials

JISH 1610 Titanium and titanium alloys — Sampling methods

JISH 1612 Methods for determination of nitrogen in titanium and titanium alloys

JIS H 1614 Methods for determination of iron in titanium and titanium alloys

JISH 1617 Methods for determination of carbon in titanium and titanium alloys

JISH 1619 Titanium and titanium alloys — Determination of hydrogen content

JIS H 1620 Methods for determination of oxygen in titanium and titanium alloys

JIS H 1621 Methods for determination of palladium in titanium alloys

JIS H 1622 Titanium alloys — Methods for determination of aluminium

JIS H 1624 Titanium alloys — Method for determination of vanadium

JISH 1625 Titanium alloy — Method for determination of lanthanum, cerium,
praseodymium and neodymium

JISH 1626 Titanium alloys — Methods for determination of sulfur

JIS H 1630 Method for atomic emission spectrometric analysis of titanium

JIS H 1631 Titanium alloys — Method for X-ray fluorescence spectrometric analysis

JIS Z 2241 Metallic materials — Tensile testing — Method of test at room tem-
perature

JIS Z 2248 Metallic materials — Bend test

3 Terms and definitions
For the purposes of this Standard, the following terms and definitions apply.
3.1 sheet

rolled materials with rectangular section, which are generally straight-shaped sheets
that are obtained by slitting, shearing or sawing
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3.2 strip

rolled materials with rectangular section, which are generally coiled sheets obtained by
slitting or the like

3.3 flatness of sheet

when a sheet is placed on a horizontal surface under its own weight, the maximum
value of the distance between the lower surface of the sheet and the horizontal surface

3.4 camber

the maximum deviation of the cutting lines of a strip from the reference line of 2 000

mm unit length connecting the cutting edges at the both ends of the strip

4 Classification, dimensions, finishing methods and symbols

The classification, dimensions, finishing methods and symbols of sheets and strips
shall be as given in table 1. Representative dimensions of sheets and strips are shown

in Annex A for reference.

Table 1 Classification, dimensions, finishing methods and symbols

Classifi- | Thickness Finishing Symbol Characteristics and
cation mm method Sheet Strip application examples
(informative)
Class 1 | 0.2 or over | Hot-rolling | TP 270 H TR 270 H Pure titanium for indus-
up to and | Cold-rolling | TP 270 C TR 270 C trial use
Class 2 incl. 50 Hot-rolling | TP 340 H TR 340 H Excellent in corrosion re-
Cold-rolling | TP 340 C TR 340 C sistance, especially in
Class 3 Hot-rolling | TP 480 H TR 480 H sea-water resistance.
- Applicable to chemical
Cold-rolling | TP 480 C TR 480 C apparatus, petroleum re-
Class 4 Hot-rolling | TP 550 H TR 550 H fining apparatus, pulp
Cold-rolling | TP 550 C TR 550 C paper making industry
apparatus or the like.
Class 11 Hot-rolling | TP 270 Pd H TR 270 Pd H Corrosion resistant tita-
Cold-rolling | TP 270 Pd C TR 270 Pd C nium alloy
Class 12 Hot-rolling | TP 340 Pd H TR 340 Pd H Excellent in corrosion re-
Cold-rolling | TP 340 Pd C TR 340 Pd C sistance, especially in
Class 13 Hot-rolling | TP 480 Pd H TR 480 Pd H :re‘”"e COTFOSIOon resiss
Cold-rolling | TP 480 Pd C TR 480 Pd C :gﬁ " ble o chemical
Class 14 Hot-rolling | TP 345 NPRCH | TR 345 NPRC H apparatus, petroleum re-
Cold-rolling | TP 345 NPRC C | TR 345 NPRC C | fining apparatus, pulp
Class 15 Hot-rolling | TP 450 NPRC H | TR 450 NPRC H | paper making industry
Cold-rolling | TP 450 NPRC C | TR 450 NPRC C | apparatus or the like.
Class 16 Hot-rolling | TP 343 Ta H TR 343 Ta H
Cold-rolling | TP 343 Ta C TR 343 Ta C
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