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Foreword

" This translation has been made based on the original Japanese Industrial
Standard established by the Minister of International Trade and Industry
through deliberations at the Japanese Industrial Standards Committee
in accordance with the Industrial Standardization Law.

Concerning the pure titanium for industry, in 1964, Japanese Industrial
Standards for each product such as plate or bar have been established, .
which have remarkably contributed for the improvement of electric power
industry, chemical industry, or related other industries. In recent days,
this material has been widely used for not only industries but also
familiarly-used material for people’s livelihood. :

With the background of above-mentioned condition, the standard about
rods, bars and forgings of titanium alloys was established as JIS H 4657,
and the standard about sheets and plates of titanium alloys was established
as JIS H 4607 in 1991. Additionally, concerning titanium alloy tubes
and pipes, TIS 9431 (standard of Japan Titanium Society) was established
in 1994,

In this time, since titanium alloy (Ti—3Al—2.5V) tube was requested
to be standardized as a Japanese Industrial Standard, on the basis of
TIS 9431, JIS has been prepared and established.

Date of Establishment: 2000-02-20
Date of Public Notice in Official Gazette: 2000-02-21
Investigated by: Japanese Industrial Standards Committee

Divisional Council on Non-Ferrous Metals

JIS H 4637:2000, First English edition published in 2000-11

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority. .
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JAPANESE INDUSTRIAL STANDARD JIS H 4637 : 2000

Titanium alloy pipes and tubes

1 Scope This Japanese Industrial Standard specifies titanium pipes and tubes (here-
after referred to as “tube”) having circular section.

2 Normative references The following standards contain provisions which, through
reference in this Standard, constitute provisions of this Standard. The most recent
editions of the standards indicated below shall apply.

JIS H 0321 General rules for inspection of non-ferrous metal materials
JIS H 1610 Sampling methods for titanium and titanium alloys
JIS H 1611 General rules for chemical analysis of titanium and titanium alloys

JIS H 1612 Methods for determination of nitrogen in titanium and titanium al-
loys

JIS H 1614 Methods for determination of iron in titanium and titanium alloys

JIS H 1617 Methods for determination of carbon in titanium and titanium al-
loys

JIS H 1619 Methods for determination of hydrogen in titanium and titanium alloys

JIS H 1620 Methods for determination of oxygen in titanium and titanium al-
loys

JIS H 1622 Titanium alloys—Methods for determination of aluminium
JIS H 1624 Method for determination of vanadium in titanium alloys

JIS H 1630 Method for atomic emission spectrometric analysis of titanium
JIS Z 2201 Test pieces for tensile test for metallic materials

JIS Z 2241 Method of tensile test for metallic materials

3 Class, manufacture, finish, thermal treatment, and symbol The class, manu-
facture, finish, thermal treatment, and symbol are as specified in Table 1.
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