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UDC 669.295.5-42-134
. JAPANESE INDUSTRIAL STANDARD JI1S
Rods, bars and forgings of H 4657-1991
titanium alloys
1. Scope
This Japanese Industrial Standard specifies annealed materials of rods, bars

and forgings of titanium alloys. Herein rods, and bars mean those of round, square
or rectangle in section and the forgings mean those of other shapes.

s Remarks: Applicable Standards to this Standard are shown in the following:

JIS H 0321 General Rules for Inspection of Non-Ferrous Metal
Materials

JIS

. JIS

H 1611 General Rule for Chemical Analysis of Titanium

H
JIS H 1614 Methods for Determination of Iron in Titanium

H

1612 Methods for Determination of Nitrogen in Titanium

JIS 1617 Methods for Determination of Carbon in Titanium and

Titanium Alloys

JIS H 1619 Methods for Determination of Hydrogen in Titanium
and Titanium Alloys .

JIS H 1620 Methods for Determination of Oxygen in Titanium and
Titanium Alloys .

JIS H 1622 Methods for Determination of Aluminium in Titanium

Alloys
JIS H 1624 Method for Determination of Vanadium in Titanium
Alloys
. JIS H 1630 Methods for Emission Spectrochemical Analysis of
Titanium

JIS Z 2201 Test Pieces for Tensile Test for Metallic Materials
JIS Z 2241 Method of Tensile Test for Metallic Materials

2. Classes and symbols

Classes and symbols of rods, bars and forgings shall be as given in
Table 1.
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