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UDC 669.35'5.018.295-14
JAPANESE INDUSTRIAL STANDARD JIS

High Strengtli Brass Castings H 5102-1988
’ (Reaffirmed: 1994)

i. Scope

This Japanese Industrial Standard specifies the high strength brass castings
for general use, hereinafter referred to as the “castings®.

Remark: The units and numerical values given in { } in this Standard are
‘based on the International System of Units (SI) and are appended
for informative reference.

Further, the traditional units and numerical values accompanied
by the SI units and converted values in { } shall be replaced by
the units and the numerical values given in the Appendix on
January 1, 19891.

2. Classes and Symbols

<
The classes and symbols of the castings shall be classified as given m Table
1, according to the chemical composition and casting” methods.
Apﬁlicable Standards:
~ JIS H 0321-General Rules for Imspection of Non-ferrous Metal Materials
J1S H 1051-Methods for Determination of Copper in Copper and Copper
Alloys
JIS H 1052-Methods for Determination of Tin in Copper and Copper Alloys e
-
JIS H 1053-Methods for Determination of Lead in Copper and Copper Alloys
JI1S H 1054-Methods for Determination of Iron in Copper and Copper Alloys
JIS H 1055-Methods for Determination of Ménganese in Copper and Copper
Alloys
JIS H 1056-Methods for Determination of Nickel in Copper and Copper
Alloys
JIS H 1057-Methods for Determination of Aluminium in Copper and Copper
Alloys
- J1S§ H 1222-Methods for Chemical Analysis of Special Brass
JIS Z 2201-Test Pieces for Tensile Test for Metallic Materials
JIS Z 2241-Method of Tensile Test for Metallic Materials
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