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JAPANESE INDUSTRIAL STANDARD

1. Scope

Aluminium Bronze Castings

UDC 669.35'6'71-14
JIS

H 5114-1988
(Reaffirmed: 1994)

‘ This Japanese Industrial Standard specifies aluminium bronze castings for
general use, hereinafter referred to as the "castings".

Remark:

The units and numerical values given in { } in this Standard are

based on the International System of Units (SI) and are appended
for informative reference..

Further, the traditional units and numerical values accompanied
by the SI units and converted values in { } shall be replaced by

the units and the numerical values given

.in the Appendix on January

1, 1991,
2.  Classes and Symbols 4
The classes and symbols of the castings shall be classified as given in Table
1. depending upon the chemical composition and the casting methed.
. Table 1. Classes and Symbols
) et Reference
class | Samificstin of | sympo
g Characteristics and examples of uses
d id castin High in strength and toughness, and good per-
Class 1 2:3 oﬁ,‘;,s M 85 | Al BC 1 formances in corrosion resistance, thermal
resistance and low temperature characteristics.
Continuou Applications to acid resistant pumps, bearings,
Class 1 C onﬁg:uo s Al BC 1 €| bushes, gears, valve seats, plungers, rolls for
casting paper making, etc.
Sand mold castings High in st h d d f as i
cl 2 Al BC 2 g in strength, and good performances In
ass and others (!) corrosion resistance and abrasion resistance.
Applications to small propellers for ships,
Continuous bearings, gears, bushes, valve seats, impellers, o
Class 2 C casting ALBC 2 C bolts, ru;ts, safety toals, etc. -
Sand mold castings Suitable for large size castings, particularly high
Class 3 | 21d others (1) Al BC 3 in strength, and good performances in corrosion
resistance and abrasion registance. Applications
] to propellers for ships, impeilers, valves, gears,
Class 3 c | €ontinuous Al BC 3 c| pump components, machine components for
casting chemical industry, etc.
Suitable for large size castings of simple shape,
particularly high In strength, and good perform-
Class 4 Sand mold castings Al BC 4 ances in corrosion resistance and abrasion
as and others (!} resistance. Applications to propellers for ships,
sleeves, gears, machine components for chemical
industry, etc.
Note (!) - The sand mold castings and others mean the sand mold castings, metal mold castings,
centrifugal castings and precision castings other than continuous castings.
Applicable Standards: See page 7.
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