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' . JAPANESE INDUSTRIAL STANDARD JIS

Sprayed Zinc-Aluminium Alloy Coatings H 8305-1982
on Iron or Steel

1. Scope

This Japanese Industrial Standard specifies the significant surface (2)
of zinc-aluminium alloy coatings (1), hereinafter referred to as the "coatings",
made by metal spraying on the iron and steel products to afford corrosion
resistance.

-t

Notes (1) The preferred chemical composition of the coating should be
of the alloy which contains 95 to 70 % zinc and 5 to 30 %
aluminium.

(2) The significant surface means the surface important for use.

. 2. Classification

The class and letter symbol of the coatings shall be as given in Table 1.

Table 1. Classification

Class Letter symbol
Class 1 ZAS l
Ciass 2 | ZAS 2
Class 3 ZAS 3
Class 4 ZAS 4
Class.5 ZAS 5

Q 3. Quality

3.1 Appearance The coatings shall be free from blisters, cracks and other
defects that are detrimental to practical use.

- Applicable Standards:
JIS G 4404-Alloy Tool Steels
JIS H 8661-Testing Methods for Zinc Spray Products

JIS K 8150-Sodium Chloride

I JIS R 3503-Glass Apparatus for Chemical Analysis
JIS Z 1524-Pressure Sensitive Adhesive Cloth Tapes for Packaging and
Sealing
JIS Z 2371-Methods of Salt Spray Testing | Documents
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