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. JAPANESE INDUSTRIAL STANDARD JIS

Electroplated coatings of cadmium on steel H 8611-1993

1. Scope This Japanese Industrial Standard specifies electroplated coatings of
cadmium(2) on the significant surface(!) conducted for corrosion prevention on
basis steel (hereafter, referred to as "electroplated coatings").

Notes (1) The significant surface means a surface essential for serviceability
. and/or appearance.

(3) When the product is further processed by a chromate film for the
purpose of rust prevention, the procedure shall be carried out in
accordance with JIS H 8625.

Remarks 1. The following standards are cited in this Standard:

. JIS H 0400 Glossary of terms used in electroplating
JIS H 0404 Graphical symbol for electroplated coating
JIS H 8501 Methods of thickness test for metallic coatings
JIS H 8504 Methods of adhesion test for metallic coatings

JIS H 8625 Chromate conversion coatings on electroplated zinc
and cadmium coatings

JIS Z 8902 Xenon standard white light source
JIS Z 9031 Random sampling methods

2. The Corresponding International Standard to this Standard is
shown below.

ISO 2082 : 1986 Metallic coatings—Electroplated coatings of
cadmium on iron or steel

‘ 2. Definitions For the main terms used in this Standard, the definitions in JIS
H 0400 apply.

3. Grade and symbol The grade and symbol of electroplated coatings shall be
as given in Table 1, which is classified into six grades according to the minimum
thickness of electroplated coatings.

Further, the symbol shall be arranged in accordance with JIS H 0404.

Documents

Copyright by the Japanese Industrial Standards
Fri AvguB6d$8;:08:30h20ktails: JIS H 86110


http://www.avadocuments.com/doc/jis-h-8611-0
http://www.avadocuments.com/doc/jis-h-8611-0

