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. JAPANESE INDUSTRIAL STANDARD JIS
Electroplated coatings of tin H 8619-1993

1. Scope This Japanese Industrial Standard specifies electroplated coatings of
tin on the significant surface(!) conducted on metal basis material for improving
the properties of solder wettings, corrosion prevention, etc. of electrical parts or
the like (hereafter, referred to as "electroplated coatings").

Note (1) The significant surface herein means a surface essential of service-
ability and/or appearance.

Remarks 1. The following standards are cited in this Standard.

JIS H 0400 Glossary of terms used in electroplating

. JIS H 0404 Graphical symbol for electroplated coating
JIS H 8501 Methods of thickness test for metallic coatings
JIS H 8504 Methods of adhesion test for metallic coatings

JIS H 8621 Electroplated coatings of silver for engineering
purposes

JIS H 8624 Electroplated coatings of tin-lead alloys
JIS H 8645 Autocatalytic nickel-phosphorus coatings on metals
dIS Z 9031 Random sampling methods

2. The corresponding International Standard to this Standard is
shown below.

ISO 2093 : 1986 Electroplated coatings of tin—Specification
and test methods

2. Definitions For the main terms used in this Standard, the definitions in JIS
. H 0400 apply, and the rest of the term shall be as follows.

undercoats Electroplated coatings preliminarily applied on basis material for
the purposes of diffusion prevension, improvement of corrosion resistance, etc.

3. Grade and symbol The grade of electroplated coatings shall be as given in
Table 1, and shall be classified into five grades according to the minimum thick-
ness of electroplated coatings.

Further, the symbol shall be arranged in accordance with JIS H 0404.
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