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JAPANESE INDUSTRIAL STANDARD J 1S
Electroplated Coatings of H 8624-1990
Tin-Lead Alloys
1. Scope
This Japanese Industrial Standard specifies the electroplated coatings of

tin-lead alloys (%) (hereafter referred to as the "coatings"), on the significant
surface (') which has been proceeded on the basis materials of iron, copper and
alloy of these for the purposes of improving the solderability, electric
characteristics, corrosion resistance, etc. of electric and electronic components.

Notes (!) The surface which is essential in uses.

(2) The coatings are composed mainly of tin and 5 to 50 % of lead.

2. Definitions

For the purpose of this Standard, the definitions given in JIS H 0400 apply.
However, an under coat shall be that which has been processed preliminarily on the
basis material for the purposes of improving the corrosion resistance, adhesion,
diffusion prevention, solderability, etc.

3. Classes, Grades and Symbols

3.1 Classes and Grades The classes and grades of the coatings shall be
divided into two classes according to composition as given in Table 1, and further

subdivided into five grades according to thicknesses of coatings as given in
Table 2,

Table 1. Chemical Composition of Coated Films

Unit: %
Class Sn Pb Other elements
Class-1 70 min. Residue 1 max.
Class-2 50 or over to and excl. 70 Residue 1 max.
Applicable Standards, Corresponding International Standard and
Reference Standards: See page 5.
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