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1. Scope

JAPANESE INDUSTRIAL STANDARD

Test methods for aluminium sprayed coatings

UDC 621.793.7:669.718

JIS

H 8663-1994

This Japanese Industrial Standard specifies the test methods for

aluminium sprayed coatings (hereafter referred to as "coating”) processed on iron and
steel products for the purpose of corrosion prevention.

' Remarks 1.

2.  Definitions
H 8200 apply.

3. Classification of test methods

The following standards are cited in this Standard.

JIS G 4404
JIS H 8200
JIS H 8401

JIS K 8102
JIS K 8150
JIS K 8594
JIS K 8801
JIS K 8802
JIS P 3801
JIS R 3503
JIS Z 1524

JIS Z 2371

Alloy tool steels
Thermal spraying terms

Methods of thickness measurement for thermal
spraying coatings

Ethanol (95)

Sodium chloride

Petroleum benzine

Potassium hexacyanoferrate (IIT)
Potassium hexacyanoferrate (II) trihydrate
Filter paper (for chemical analysis)

Glass apparatus for chemical analysis

Pressure sensitive adhesive cloth tapes for
packaging

Methods of neutral salt spray testing

The International standard corresponding to this Standard is
given as follows.

ISO 2063: 1991 Metallic and other inorganic coatings—Thermal

spraying—Zinc, aluminium and their alloys

For the main terms used in this Standard, the definitions in JIS

Test methods shall be classified as follows.

Corrosion resistance test

(1) Visual test

(2) Coating thickness test
q (3)

(4) Adhesion test

(5) Porosity test

4. Preparation of test piece
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The test piece shall be prepared as follows.
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