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1.  Scope

JAPANESE INDUSTRIAL STANDARD

Testing methods for spray fused coatings of

UDC 621.793.7:620.17:669.018
JIS

H 8665-1994
self-fluxing alloys

This Japanese Industrial Standard specifies the testing methods for

spray fused coatings of self-fluxing alloys (hereafter referred to as "coatings”) for the
purpose of giving the products wear resistance, corrosion resistance, thermal resis-

tance, etc.

Remarks:
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JIS B 0601
JIS B 7725
JIS B 7726

JIS G 0321
JIS G 1201
JIS G 1211
JIS G 1212
JIS G 1216
JIS G 1218

JIS G 1219
JIS G 1220

JIS G 1222
JIS G 1313
JIS G 1327
JIS G 3123
JIS H 1412

JIS H 8200
JIS H 8303
JIS H 8401

JIS H 8664
JIS Z 2244
JIS Z 2245

. The following standards are cited in this Standard.

Surface roughness - Definitions and designation
Vickers hardness testing machines

Rockwell and Rockwell superficial hardness testing
machines

Product analysis and its tolerance for wrought steel
General rules for chemical analysis of iron and steel
Methods for determination of carbon in iron and steel
Methods for determination of silicon in iron and steel
Methods for determination of nickel in iron and steel

Iron and steel—Methods for determination of molyb-
denum content

Methods for determination of copper in iron and steel

Iron and steel—Methods for determination of tung-
sten content

Methods for determination of cobalt in iron and steel
Methods for chemical analysis of ferrochromium
Methods for chemical analysis of ferroboron

Cold finished carbon and alloy steel bars

Methods of chemical analysis for nickel chromium
electric heating material

Thermal spraying terms
Spray fused coatings of self-fluxing alloys

Methods of thickness measurement for thermal spray-
ing coatings

Test methods for steel spray deposits
Method of Vickers hardness test

Method of Rockwell and Rockwell superficial hardness
test
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