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UDC 669. 71 + 669. 715] : 669. 716. 91 : 620. 198
. JAPANESE INDUSTRIAL STANDARD JIS

Test methods for thickness of anodic oxide H 8680-1993
coatings on aluminium and aluminium alloys

1. Scope This Japanese Industrial Standard specifies the test methods for
thickness of anodic oxide coatings (hereafter referred to as "coatings"”) applied on
the products of aluminium and aluminium alloys (hereafter referred to as
"products”).

Remarks 1. The following standards are cited in this Standard:
JIS B 7137 Stage micrometer for biological microscope

JIS H 0201 Glossary of terms used in the surface treatment of
aluminium

JIS Z 8401 Rules for rounding off of numerical values

‘ 2. International standards corresponding to this Standard are
shown as follows:

ISO 1463 : 1982 Metallic and oxide coatings — Measurement
of coating thickness — Microscopical method

ISO 2106 : 1982 Anodizing of aluminium and its alloys —
Determination of mass per unit area (surface
density) of anodic oxide coatings —
Gravimetric method

ISO 2128 : 1984 Anodizing of aluminium and its alloys —
Determination of thickness of anodic oxide
coatings — Non-destructive measurement by
split-beam microscope

ISO 2360 : 1982 Non-conductive coatings on non-magnetic
basis metals — Measurement of coating
thickness — Eddy current method

2. Definitions For the main terms used in this Standard the definitions in
JIS H 0201 apply.

3. Classification of test methods The test methods shall be classified into
the following four methods, which apply according to the shape and dimensions of
products and the intended use thereof.

(1) Coating thickness measurement by microscope
) (2) Eddy current method for measuring thickness
(3) Coating thickness measurement by split beam microscope

(4) Coating mass measuring method

4.,  Coating thickness measurement by microscope
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