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JAPANESE INDUSTRIAL STANDARD JIS

Test methods for sealing quality of anodic oxide H 8683-1994
coatings on aluminium and aluminium alloys

1. Scope This Japanese Industrial Standard specifies the test methods for seal-
ing quality of anodic oxide coatings (hereafter referred to as "coatings"), processed
on the products of aluminium and aluminium alloys (hereafter referred to as "prod-
ucts”).

Remarks 1. The following standards are cited in this Standard.

JIS H 0201 Glossary of terms used in the surface treatment of
aluminium

JIS L 0805 Grey scale for assessing staining

JIS Z 8730 Method for specification of colour differences for
opaque materials

ISO 2143:1981 Anodizing of aluminium and its alloys—Estima-
tion of loss of absorptive power of anodic oxide
coatings after sealing—Dye spot test with prior
acid treatment

2. The International standards corresponding to this Standard are
as follows.

ISO 2931:1983 Anodizing of aluminium and its alloys—Assess-
ment of quality of sealed anodic oxide coatings
by measurement of admittance or impedance

ISO 3210:1983 Anodizing of aluminium and its alloys—Assess-
ment of quality of sealed anodic oxide coatings
by measurement of the loss of mass after im-
mersion in phosphoric-chromic acid solution

9. Definitions For the main terms used in this Standard, the definitions given
in JIS H 0201 apply.

3. Classification of test methods The test methods shall be classified into the
following three classes.

Further, for symbols of the test methods in marking, those as shown hereun-
der shall be used.

' (1) Dye spot test method Sp
(2) Phosphoric—chromic acid solution immersion test method S

(83) Admittance test method Sa

4. Dye spot test method

4.1 Summary This is the method wherein after processing the coating by a
specific pretreatment, dye solution is spotted and the sealing effect is examined
according to the degree of dyeing on the coating.
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