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This translation has been made based on the original Japanese Indus-
trial Standard revised by the Minister of Economy, Trade and Industry 
through deliberations at the Japanese Industrial Standards Committee 
as the result of proposal for revision of Japanese Industrial Standard 
submitted by Japan Aluminium Products Association (JAPA)/Japanese 
Standards Association (JSA) with the draft being attached, based on the 
provision of Article 12 Clause 1 of the Industrial Standardization Law 
applicable to the case of revision by the provision of Article 14. 

Consequently, JIS H 8683-1: 1999 is replaced with this Standard.  

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with patent rights, applications for a patent after opening to 
the public or utility model rights. The relevant Minister and the Japanese 
Industrial Standards Committee are not responsible for identifying any of 
such patent rights, applications for a patent after opening to the public or 
utility model rights. 

JIS H 8683 series consists of the following 3 parts.  

JIS H 8683-1 Anodizing of aluminium and its alloys — Estimation of 
loss of absorptive power of anodic oxidation coatings after 
sealing — Part 1: Dye-spot test with prior acid treatment 

JIS H 8683-2 Anodizing of aluminium and its alloys — Assessment of 
quality of sealed anodic oxidation coatings — Part 2: 
Measurement of the loss of mass after immersion in phos-
phoric acid/chromic acid solution 

JIS H 8683-3 Anodizing of aluminium and its alloys — Assessment of 
quality of sealed anodic oxidation coatings — Part 3: 
Measurement of admittance 

 

Foreword 
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Anodizing of aluminium and its alloys — Estimation of loss 
of absorptive power of anodic oxidation coatings after seal-

ing — Part 1 : Dye-spot test with prior acid treatment 
 

Introduction 

  This Japanese Industrial Standard has been prepared based on the second edition of 
ISO 2143 published in 2010 with some modifications of the technical contents. 

  The portions given sidelines or dotted underlines are the matters in which the con-
tents of the corresponding International Standard have been modified. A list of modi-
fications with the explanations is given in Annex JA. 

1  Scope 

  This Standard specifies the testing method of sealing by the dye-spot test on anodic 
oxidation coatings (hereafter referred to as “coatings”) applied to the products manu-
factured from aluminium and aluminium alloys (hereafter referred to as “products”). 

  This method is suitable for use as a production control method and is applicable to 
coatings which may be subjected to weathering or aggressive environments, or where 
resistance to staining or others is important. However, the results of this method may 
be incorrect where nickel salts, cobalt salts, organic additives, etc. are added to the 
sealing solution. 

  This method is not applicable to the following coatings. 

a) Coatings formed on alloys containing 2 % or more of copper and/or 4 % or more of 
silicon 

b) Coatings sealed by dichromate 

c) Coatings given supplementary processing, e.g., oiling, waxing or lacquering 

d) Coatings coloured in deep shades 

e) Coatings of less than 3 μm thick 
NOTE : The International Standard corresponding to this Standard and the sym-

bol of degree of correspondence are as follows : 
 ISO 2143 : 2010  Anodizing of aluminium and its alloys — Estimation of 

loss of absorptive power of anodic oxidation coatings after sealing — 
Dye-spot test with prior acid treatment (MOD) 

   The symbols which denote the degree of correspondence in the contents 
between the relevant International Standard and JIS are IDT (identical), 
MOD (modified), and NEQ (not equivalent) according to ISO/IEC Guide 
21-1. 
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