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H 8683-2 1999 

Foreword 

This translation has been made based on the original Japanese Industrial 
Standard established by the Minister of International Trade and Industry 
through deliberations at the Japanese Industrial Standards Committee 
in accordance with the Industrial Standardization Law. Consequently, 
JIS H 8683 : 1994 was withdrawn and one of the test methods specified 
in JIS H 8683 "Phosphoric-chromic acid solution immersion test method" 
was replaced to this Standard. 
For the purposes of helping to compare this Standard with International 
Standards; to  prepare Japanese Industrial Standard conforming with 
International Standards; and to  propose a draft for International Stan- 
dard which is based on Japanese Industrial Standard, the test meth- 
ods, (1) Dye spot test method, (2) Phosphoric-chromic acid solution 
immersion test method and (3) Admittance test method specified in JIS 
H 8683 : 1994 are individually standardized as follows. 

JIS H 8683-1 

J IS  H 8683-2 

JIS H 8683-3 

Test methods for sealing quality of anodic oxide coat- 
ings on aluminium and aluminium alloys-Part 1 : Dye 
spot test method 
Test methods for sealing quality of anodic oxide coat- 
ings on aluminium and aluminium alloys-Part 2 : 
Phosphoric-chromic acid solution immersion test method 
Test methods for sealing quality of anodic oxide coat- 
ings on aluminium and aluminium alloys-Part 3 : 
Admittance test method 

Date of Establishment: 1999-08-20 
Date of Public Notice in Official Gazette: 1999-08-20 
Investigated by: Japanese Industrial Standards Committee 

Divisional Council on Non-Ferrous Metals 

JIS H 8683-2 : 1999, First English edition published in 2000-10 

Translated and published by: Japanese Standards Association 
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN 

In the event of any doubts arising as to the contents, 
the original JIS is to be the final authority. 
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