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H 8686-1 : 1999 

Foreword 

This translation has been made based on the original Japanese Industrial 
Standard established by the Minister of International Trade and Industry 
through deliberations at  the Japanese Industrial Standards Committee 
in  accordance with the Industrial Standardization Law. By this 
establishment JIS H 8686 : 1994 was withdrawn and “Chart scale 
method” which had been specified in JIS H 8686 withdrawn has been 
replaced with this Standard. 
For the purposes of making them easy to compare this Standard with 
International Standards; t o  prepare Japanese Industrial Standard 
conforming with International Standards; and t o  propose a draft for 
International Standard which is based on Japanese Industrial Standard, 
(1) Chart scale method and (2) Instrumental method which had been 
specified in JIS H 8686 : 1994 are individually standardized as follows. 

JIS H 8686-1 Test methods for image clarity of anodic oxide coatings 
on aluminium and aluminium alloys-Part 1 : Chart 
scale method 

JIS H 8686-2 Test methods for image clarity of anodic oxide coatings 
on aluminium and aluminium alloys-Part 2 : Instru- 
mental method 

Date of Establishment: 1999-08-20 
Date of Public Notice in Official Gazette: 1999-08-20 
Investigated by: Japanese Industrial Standards Committee 

Divisional Council on Non-Ferrous Metals 

JIS H 8686-1 : 1999, First English edition published in 2001-02 

Translated and published by: Japanese Standards Association 
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN 

In the event of any doubts arising as to the contents, 
the original JIS is to be the final authority. 
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All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or 
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JAPANESE INDUSTRIAL STANDARD H 8686-1 : 1999 

Test methods for image clarity of anodic oxide coatings on 
aluminium and aluminium alloys 

-Part 1 : Chart scale method 

Introduction This Japanese Industrial Standard has been prepared based on IS0 10215, 
Anodized aluminium and aluminium alloys - Visual determination of image clarity of anodic 
oxidation coatings - Chart scale method published in 1992 as the first edition, without 
changing the technical contents. Some clauses (Normative reference and Principle) which are 
not specified in the corresponding International Standard are added. 

The standards specifying the test methods for image clarify of anodic oxidation coatings 
applied on aluminium and aluminium alloys are composed of two kinds of the chart scale 
method to determine by visual estimation the shape of the image of the chart scale projected on 
the test surface and the instrumental method to examine the image clarity by dividing the 
reflection from the test surface into specular reflection and diffused light, and the application is 
left to the option based on the agreement between the interested parties. 

The portion underlined with dots is the item not specified in the Corresponding International 
Standard. 

1 Scope This Japanese Industrial Standard specifies the test method by the chart scale 
method for image clarity of the anodic oxide coatings (hereafter referred to as “coating”) applied 
on the products of aluminium and aluminium alloys (hereafter referred to as “product”). 

Remarks The International Standard corresponding to this Standard is as follows. 

IS0 10215 : 1992 Anodized aluminium and aluminium alloys - Esual 
determination of image c l a d y  of anodic oxidation coatings - Chart scale 
method 

2 Normative references The following standards contain provisions which, through 
reference in this Standard, constitute provisions of this Standard. The most recent editions of 
the Standards indicated below shall be applied. 

JIS C 7527 Tungsten halogen lamps (non-vehicle) 

JIS H 0201 Glossazy of terms used in the surface treatment of aluminium 

JIS Z 8721 Colour specification -Specification according to their three attributes 

3 Definitions For the purpose of this Standard, the definitions given in JIS HO201 apply. 
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