JIS Hx9L2bL 95 ME 4933L0& 0529615 501 WH

UDC 669.718.65

JAPANESE INDUSTRIAL STANDARD

Recommended practice
for hot dip aluminized coatings
on ferrous products

JIS H 9126

Translated and Published
by

Japanese Standards Association

Documents
Printed in Japan S

H 9F2gdl document details: JIS H 9126 0


http://www.avadocuments.com/doc/jis-h-9126-0
http://www.avadocuments.com/doc/jis-h-9126-0

JIS Hx912bk 95 I u4933L08 0529kL6 444 M

In the event of any doubt arising,
the original Standard in Japanese is to be final authority.

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Fri AvguB6dd3:46:2h20kkails: JIS H 9126 0


http://www.avadocuments.com/doc/jis-h-9126-0
http://www.avadocuments.com/doc/jis-h-9126-0

JIS H%91l2k 95 MM 4933L08 0529bL17 384 N

UDC 669. 718. 65

JAPANESE INDUSTRIAL STANDARD JIS

Recommended practice for hot dip H 9126-1995
aluminized coatings on ferrous products

1. Scope This Japanese Industrial Standard specifies the recommended
practice for hot dip aluminized coatings (hereafter referred to as "coatings")
processed on ferrous products (*) for the purposes of improving weather fastness,
corrosion resistance, and heat resistance.

Note (}) Steel sheets, wires, stainless steels, and heat resisting steels are
excepted.

Remarks: The following standards are cited in this Standard:
JIS H 2102 Virgin aluminium ingots
JIS H 8642 Hot dip aluminized coatings on ferrous products
JIS Z 8704 Temperature measurement — Electrical meth-

ods

2. Definitions The definitions of principal terms used in this Standard shall
be as follows:

(1) dross An intermetallic compound between aluminium and iron

(2) scallop A notch of the corner part of a steel structure such as can prod-
ucts or the like

(3) tap  Threading

3. Raw materials

3.1 Classification of raw materials Raw materials shall be classified into
following five classes according to the shape, dimensions, material qualities, etc.
in order to standardize the operation.

(1) Pipes and tubes Boiler and heat exchanger steel tubes, steel pipes for
piping, steel tubes for structural purposes, etc.

(2) Rolled steels Steel plate, steel sections, steel flats, steel bars, steel strip
in coil, etc.

(3) Bolts and nuts Various kinds of bolts and nuts, or the like

(4) Castings and forgings Iron castings, malleable iron castings, steel cast-
ings, steel forgings, etc,

(5) Can products Can products formed by welding or the like

3.2 Control of raw materials  Raw materials, in order to prevent abnormal
dispersion in coating quality from occurring, shall be classified according to the
material quality (ordinary steel, iron casting, etc.) and coated.
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