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Foreword

This translation has been made based on the original Japanese Industrial
Standard established by the Minister of Economy, Trade and Industry
through deliberations at the Japanese Industrial Standards Committee
according to the proposal of establishing a Japanese Industrial Standard
from Japan Thermal Spraying Society (JTSS)/Japanese Standards
Association (JSA), with a draft of Industrial Standard based on the
provision of Article 12 Clause 1 of the Industrial Standardization Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of utility
model after opening to the public which have technical properties. The
relevant Minister and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application for
registration of utility model after opening to the public which have the
said technical properties.

Date of Establishment: 2004-05-20

Date of Public Notice in Official Gazette: 2004-05-20

Investigated by: Japanese Industrial Standards Committee
Standards Board

Technical Committee on Non-Ferrous
Metals

JIS H 9303:2004, First English edition published in 2004-08

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2004

All rights reserved. No part of this publication may be reproduced or utilized in any form or by any
means, electronic or mechanical, including photocopying and microfilm, without permission in
writing from the publisher.

Printed in Japan
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JAPANESE INDUSTRIAL STANDARD JIS H 9303 : 2004

Recommended practice for
cermet sprayed coatings

1 Scope This Japanese Industrial Standard specifies the recommended practice
when performing plasma spraying or flame spraying of cermet powder in order to
give wear resistance, corrosion resistance, heat resistance, heat insulation or the like
to machine components, products or the like.

2 Normative references The following standards contain provisions which, through
reference in this Standard, constitute provisions of this Standard. The most recent
editions of the standards (including amendments) indicated below shall be applied.

JIS A 5011-1 Slag aggregate for concrete—Part 1 : Blast furnace slag aggregate

JIS B 0601 Geometrical Product Specification (GPS)—Surface texture : Profile
method—Terms, definitions and surface texture parameters

JIS B 0651 Geometrical Product Specification (GPS)—Surface texture : Profile

method—Nominal characteristics of contact (stylus) instruments
JIS C 1612
JIS G 5903
JIS H 8200

Test methods for radiation thermometers
Cast shot and grit

Thermal spraying terms

JIS H 8306 Cermet thermal spraying

JIS H 8401 Methods of thickness measurement for sprayed coatings

JIS H 8667 Test methods for cermet sprayed coatings

JIS R 6001 Bonded abrasive grain sizes

JIS R 6111 Artificial abrasives

JIS Z 0313 Tests and assessment of abrasive blast-cleaned substrates before
application of paints and related products

JIS Z 2371 Methods of salt spray testing

JIS Z 8704 Temperature measurement—Electrical methods

3 Definitions
8200 shall apply.

For the purposes of this Standard, the definitions given in JIS H

4 Classification of cermet spray Classification of cermet spray shall be as shown
in table 1 according to purpose of use.
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