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Foreword

This translation has been made based on the original Japanese In-
dustrial Standard established by the Minister of Economy Trade and
Industry through deliberations at the Japanese Industrial Standards
Committee according to the proposal for establishment of Japanese In-
dustrial Standard submitted by Japan Electric Measuring Instruments
Manufacturers’ Association (JEMIMA) /Japanese Standards Association
(JSA) with the draft being attached, based on the provision of Article 12
Clause 1 of the Industrial Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of utility
model after opening to the public which have technical properties. The
relevant Minister and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application for
registration of utility model after opening to the public which have the
said technical properties.

(i) Documents
PROTECTED BY COPYRIGHT Document Sharing Hub

Full document details: JIS K 0809-2008


http://www.avadocuments.com/doc/jis-k-0809-2008
http://www.avadocuments.com/doc/jis-k-0809-2008

JAPANESE INDUSTRIAL STANDARD JIS K 0809 : 2008

1 Scope

Automatic total phosphorus analyzer

This Japanese Industrial Standard specifies the performance of an automatic total
phosphorus analyzer (hereafter referred to as “measuring instrument”) for performing
the automatic meter reading of the underwater total phosphorus concentration and its

test method.
NOTE :

Though this Standard specifies the performance of a measuring instru-
ment and its test method, it is not intended for assessing the conformity
of any instrument—the performance specifications given in this Stan-

dard are solely for the purpose of measurement of specific target sam-
ples.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS C 1302
JIS K 0102
JIS K 0211
JIS K 0557
JIS K 9007
JIS Z 8103

Insulation resistance testers

Testing methods for industrial wastewater

Technical terms for analytical chemistry (General part)
Water used for industrial water and wastewater analysis
Potassium dihydrogenphosphate (Reagent)

Glossary of terms used in measurement

3 Terms and definitions

For the purpose of this Standard, the terms and definitions given in JIS C 1302, JIS
K 0102, JISK 0211, JIS K 0557, JIS K 9007 and JIS Z 8103, and the following apply.

3.1 automatic total phosphorus analyzer

measuring instrument with functions which are capable of automatically measuring

the total phosphorus content of the sample automatically taken and automatically re-
cording the measurement result

NOTE : One example of the measuring principle and composition of this meas-

uring instrument is given in Annex B for information.
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