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' JAPANESE INDUSTRIAL STANDARD JIS

Piston Operated Micro-Volumetric Apparatus K 0970-1989

1. Scope

This Japanese Industrial Standard specifies the piston operated micro-
volumetric apparatus, hereinafter referred to as the "volumetric apparatus,
having air cushion capable of exhausting of total amount of a sucked definite
amount for the purpose of transfering the liquid from a container to other
container, and of manual type having sucking total capacity of 5 ul up to

. and including 1000 ul.

2. General Matters

General matters concerning chemical analysis shall be in accordance with
JIS K 0050,

‘ 3. Definitions

For the purposes of this Standard main definitions are in accordance
with JIS K 0211 and in addition the following applies.

accuracy The degree of deviation of average value of measured values
from the set capacity.

4. Classification

The classification shall be as follows:

(1) Capacity Fixed Type The volumetric apparatus of which marked
capacity is fixed, and there are single fixed capacity type having
a single kind capacity and plural fixed capacity type having capacities
of not less than two kinds.

(2) Variable Capacity Type The volumetric apparatus capable of setting
arbitrary marked capacity continuously from the designated capacity

’ range.

5. Composition

The volumetric apparatus is composed of body and tip. The example is
shown in Figure.

Applicable Standards:

JIS K 0050-General Rules for Chemical Analysis

JIS K 0211-Technical Terms for Analytical Chemistry (General Part)
' ' JIS R 3503-Glass Apparatus for Chemical Analysis
JIS Z 8804-Methods of Measuring Specific Gravity of Liquid
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