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Foreword

This translation has been made based on the original Japanese Industrial

Standard revised by the Minister of International Trade and Industry

through deliberations at the Japanese Industrial Standards Committee

in accordance with the Industrial Standardization Law: 4

Date of Establishment: 1958-03-29

Date of Revision: 1995-07-01

Date of Public Notice in Official Gazette: 1995-07-03
Investigated by: Japanese Industrial Standards Committee

Divisional Council on Chemical

JIS K 1105:1995, First English edition published in 2002-03

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN
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In the event of any doubts arising as to the contents,
the original JIS is to be the final authority. 5
© JSA 2002 '
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.
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JAPANESE INDUSTRIAL STANDARD JIS K 1105 : 1995

Argon .
AW=39.95

‘ ‘5‘3

1 Scope This Japanese Industrial Standard specifies the argon liquefied or com-
pressed for industrial use and filled in a high pressure gas cylinder (hereafter re-
ferred to as “argon”).

Remarks 1 The normative references are as follows.
JIS B 7983 Continuous analyzers for oxygen in flue gas
JIS K 0005 Reference material—Standard gas—Oxygen
JIS K 0050 General rules for chemical analysis
. JIS K 0055 General rules for calibration method of gas analyzer
JIS K 0114 General rules for gas chromatographic analysis

JIS K 0225 Testing methods for determination of trace components
in diluent gas and zero gas

JIS K 0512 Hydrogen

2 The units and numerical values given in { } in this Standard are
based on the traditional units and are appended for informative ref-
erence.

2 Grade Argon is classified into grade 1 and grade 2 according to the quality.

3 Quality The quality of argon shall be tested in accordance with the testing method
described in 4, and the results shall conform to the requirements specified in Table 1.

Table 1
‘ Item Grade Grade 1 Grade 2
Purity vol% 99.99 min. 99.99 min.
Oxygen volppm 10 max. 20 max.
Nitrogen volppm 50 max. —
Water content voippm 10 max. 20 max.

Remarks: Hydrogen, carbon dioxide and hydrocar-
‘,e, ' bon, and their testing methods shall be
subjected to the agreement between the
parties concerned.

Informative reference : When water content is con-
verted to mg// or dew point,
Table 2 of JIS K 0512 shall
be used.
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