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JA

JAPANESE INDUSTRIAIL STANDARD
Formic Acid

M=46.03

HCOOH

1. Scope

This Japanese Industrial

industrial chemicals.

2. Classification

The formic acid shall be
No., No. 1, No. 2 and No. 3,

3. Quality

The formic acid shall be

requirements of Table 1.

UDC 661.732.1

PANESE STAMDARDS ASSOCIATION

JIS
K 1356-1960

(Reaffirmed: 1979)

Standard specifies the formic acid as

classified into the four Nos., 1.e. special

according to the quality.

tested by 5,, and shall comply with the

Table 1
‘H\\\\Ezgaglfffifii;; :E?Ciél No. 1 No. 2 No. 3
Specific gravity 1.200 min. 1.195 min. 1.190 min. 1.100 min.
(15/4°C)
Chloride (C1)(%) | 0.03 max. 0.05 max. 0.05 max. 0.5 max.
Sulphate (SOy) (%) 0.01 max. | 0.02 max. | 0.02 max. G.05 max.
F(g’)"“ic acid content lo5 6 pyn. |85.0 min. [80.0 min. |40.0 min.

4, Sampling Method

Randomly select one container from each lot of 10 containers or a

fraction thereof, take out a part (1) of contents from each one, and mix

all to make the test sample.

Note (1) It is a general practice to take about 200 cc.
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