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Chromium trioxide K 1402-1992
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1. Scope

This Japanese Industrial Standard specifies chromium trioxide for
industrial use.

Remarks: The standards cited in this Standard are shown in
Attached Table 1.

2. Quality

The quality of chromium trioxide shall follow Table 1 when tested
according to the prescription in 4.

Table 1. Quality

Unit: %

Item Quality
Chromium trioxide (as CrO3) 99.5 min.
Sulfate (as SOy) 0.1 max.

3. Sampling method

The sampling method shall be as follows.

(1) Sampling shall be carried out immediately before packaging or im-
mediately after unsealing the package.

(2) The product produced under the same condition not exceeding 24 h
before and thought to be the same quality, shall be regarded as
1 lot, and one imcrement shall be taken from every 3 tons of the
product. The amount of one increment shall be about 100 g.

(3) All increments sampled according to (2) shall be put together, and
after satisfactory mixing, the mixture shall be reduced to prepare
about 100 g of the sample.

(4) The sample shall be transferred into a wide-mouthed glass bottle with
a ground stopper, and preserved under an airtight sealing.

(5) For other lots than (2), carry out the sampling according to the
method decided by the parties concerned so as to make the sample
represent the whole products, prepare the sample after the method in
(3), transfer it into a wide-mouthed glass bottle with a ground stopper
or polyethylene container, and preserve it under an airtight sealing.

Remarks: Because chromium trioxide is hygroscopic, it is necessary
to pay full attention when it is sampled or the sample is
prepared.
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4, Test method

4,1 General matters General matters shall be as follows.

General matters common to this test shall follow JIS K 0050.
The rounding-off of numerical value shall follow JIS Z 8401.

4.2 Chromium trioxide The determination of chromium trioxide shall follow
either of the following.

(1) Titration method with indicator

(2) Potentiometric.titration method

4,2.1 Titration method with indicator

(1) Summary Dissolve the sample in water, add sulfuric acid, add
ferroin solution as an indicator, and titrate it with ammonium iron ’
(II) sulfate solution to determine chromium trioxide.

(2) Reagents The reagents shall be as follows.

(a) Sulfuric acid (1 + 1) Prepare by using sulfuric acid specified
in JIS K 8951,

(b) Ferroin solution Dissolve 0.695 g of iron (II) sulfate specified
in JIS K 8978 in water, dissolve in this solution either 1.49 g
of 1,10-phenanthroline, monohydrate specified in JIS K 8789 or
1.76 g of 1,10-phenanthrolinium chloride monohydrate specified
in JIS K 8202, and dilute this with water up to 100 ml.

(¢) 0.2 mol// ammonium iron (II) sulfate solution Dissolve 80
of ammonium iron (1I) sulfate specified in JIS K 8979 in 900 ml
of water, and add 100 ml of sulfuric acid (1 + 1).

Standardization When it is used, it shall be standardized with ‘
a definite amount of potassium dichromate standard solution
according to (4).

(d) Potassium dichromate standard solution Grind potassium
dichromate specified in JIS K 8005 in an agate mortar, dry it
in a thermostat maintained at 150°C for 1 h, and let it be alone
for cooling in a desiccator with silica gel. Weigh about 16 g
to .the nearest 0.1 mg, dissolve it in water, transfer it in a
1000 ml volumetric flask, and dilute it with water up to the
marked line. Measure the temperature of this standard
solution 4 T,

Note (!) The temperature shall be measured by the unit of 1°C.

(3) Apparatus Flat-type weighing bottle 50 mm x30 mm

(4) Procedure The procedures shall be as follows.

(a) Take promptly about 3 g of the sample into a flat-type ‘
weighing bottle whose mass has been weighed, stopper it
immediately, and weigh it to the nearest 0.1 mg. Documents
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(b) Dissolve it in water, transfer the solution into a 250 ml
volumetric flask, and add water up to the marked line.

(¢c) Take 25 ml aliquot from this solution using a volumetric pipette
into a 500 ml beaker, add water up to about 400 ml, then add
40 ml of sulfuric acid (1 + 1).

(d) Titrate it with 0.2 mol// ammonium iron (II) sulfate solution,
and when yellow owing to chromic acid nearly disappears, add
3 drops of ferroin solution. Titrate little by little, and find
an end point when it turns reddish brown from blue and the
color lasts at least for about 30 s.

(e) Measure the temperature of potassium dichromate standard
solution % C(Y), take its 25 ml using a volumetric pipette into
another 500 ml beaker, add water up to about 400 ml, add
40 ml of sulfuric acid (1 + 1), and carry out the procedure in

‘ (d).

(5) Calculation Chromium trioxide shall be calculated in accordance

with the following formula, and rounded off to the second decimal
place.

K

Ny
fé_axdl

A=-£XB 100

SX355

where, f: mass of chromium trioxide contained in 25 ml
[aliquot at (4) (e)] potassium dichromate
standard solution at 4 T (g)

’ K: 100 % conirerted quantity of potassium dichromate
weighed (g)

067979 ¢ conversion factor from potassium dichromate to
chromium trioxide

f: amount of chromium trioxide equivalent to 1 ml
of 0.2 mol// ammonium iron (II) sulfate solution (g)

a: volume of 0.2 mol// ammonium iron (II) sulfate
solution equivalent to 25 ml of potassium di-
chromate standard solution at % ¢- (ml)

d: density (g/ml) of water at the time (4 C) of
preparing potassium dichromate standard solution
(obtain from Table 2.)

d,: density (g/ml) of water at the time (%4 ) of
using potassium dichromate standard solution
(obtain from Table 2.)

I A: chromium trioxide (%)

Documents

Full document details: JIS K 1402-1992


http://avadocuments2026.com/doc/jis-k-1402-1992
http://avadocuments2026.com/doc/jis-k-1402-1992

