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JAPANESE INDUSTRIAL STANDARD JIS

Zinc White (Zinc Oxide) K 1410-1962

ZnO M = 81, 37

1. Scope

2. Characteristics

This standard applies to zinc white (zinc oxide) for industrial chemicals,

Zinc white (zinc oxide) shall conform to the requirements given in Table 1lor
Table 2 when tested by the procedures prescribed in 4.

Table 1 Zinc White by French Method
Grade :

Special No. 1 - No. 2 No. 3
Characteristics '
Appearance White White V.V.hite. -
Moisture % 0.3 Max| 0. 3 Max 0 3 Max 0 3 .Ma.x
Zinc oxide % 99.5 Min | 99.5 Min 98.5 M1n 99.0 Min
Watér soluble matter % 0.1 Max‘ 0.1 Max 0 7 Max'| 0.1 Max
Lead % 0.005 Maxj 0.03Max) 0.3 Mak 0.3 Max
Cadmium % - — 0.1 Max | 0.1 Max
Residue on sieve % 0.1 Max| 0.2 qu 0.2 Max .0. 2 Max

Table 2 Zinc White by American Method

Grade _
No. 1 No. 2

Characteristics -
Moisture % 0.3 Max 0.3 Max
Zinc oxide % 98.5 Min 98. 0 -Min
Water soluble matter % 0.1 Max 7 0.1 Max
Lead % 0.3 Max 0.8 Max'
Cadmium % 0. 2 Max 0,3 Max
Residue on sieve % 0.1 Max - 0.1 Max

Remarks:

3. Sampling Method

details: JISK 1410-1962

The representative samples for the entire lot shall be talen iz
with the reasonable method determined by the parties concerned.

Metallic zinc is used as raw materials in '"Zinc white by French
method' and ore or the materials containing zinc less is used as
raw materials in '""Zinc white by American method'".
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