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JAPANESE INDUSTRIAL STANDARD J 18
Barium Carbonate -' K 1415-1961

BaCOg3y Mol. wt. = 197. 37

1. Scope
This standard specifies barium éarbonate intended for industrial uses. ‘

2.  Quality Requifemeﬁts

Barium carbonate shall conform to the quality rerqui"re'r;:lents given in the
following table when tested by the procedures prescribed in 4.

Special gréde -Grade No. 1>
Moisture, % | R ' 0.5 Max 0.5 Max
Barium carbonate (BaCO3), % - 1 98.5 >1-\/ﬁn 98.0 Min_
Matter insoluble in hydrochloric acid, % | 0.1 Mag | 0.5 Max
Chloride (Cl), % 0,01 Max | 0.01 Max
Sulfate (SO4), % o 70,03 Max | 0.15 Max
Sulfide (S), % ’ .. 0,01 Max —_
Iron (Fe), % ' 0,005 Max| 0.01 Max
Alkalis (Na,CO3), % S |- 0.3 Max |- 0.5 Max

3. Method of Sampling

The method of sampling shall be agreed between parties concerned so as to
take the representative sample. :

4, Methods of Test

Remarks: References to water used for analytical Vpurppses shall be
understood to mean distilled water. - . .

4.1 Moisture Weigh accurately about 1 g of the sample into a tared flat-
bottomed weighing bottle of 50 mm in diameter and spread the sample on the
bhottom of the bottle in uniform thickness as possible. i

Allow the bottle to be dried in an oven ma1nta1ned at 105 to 110°C for two
hours with the lid of the bottle laid aside. :

Allow it to cool in a desiccator, reéplace the lid, weigh and calculate the
moisture content of the sample from the £ollow1ng formula :
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