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JAPANESE INDUSTRIAL STANDARD _;T 1S

Barium Carbonate . S | K1415-1961 .

BaCO4 Mol. wt. = 197.37

1. Scope

This standard specifies ba_riuﬁl éarbdﬁat_e' intended for _:;L]jdué'tr"ia;l__uges'.

2.  Quality Requifemeﬁts

Barium carbonate shall conform to the quahty requwements glven in the: .
fnllnwmg table when tested by the prc}cedures prescrlbed in 4 T

. - = - i — et — s - —

S_per:;ia;l -grade |Grade Nn.l |
_Mﬂisture, %o I o B I 0.5 I;dax-. g. 5;&&:{
Barium carbonate (BaCQO3), % - : . 98. 5M1n . 98 0 Mln
Matter insoluble in hydrnchlnric_ae-.:id',... % _. : 0;1 Ma:'a-: | 1 U 5 M:a.x
Chloride {Cl), % . 1 0. Dll.'l-l_ﬁflal‘ﬂ. 001 I\.-'Iax
Sulfate {SO4), % | o ‘. 003 Max 0.';_.115'-M-a;_s:_
Sulfide (S), % - .- | | D._QI_IMa-}'; | » — o
Iron {Fe), % I "’0_.30-:'1_5 Max| 0. 01 Max
Alkalis (Na,CO3), % - | - G;3 Ma}; D SMax

ar e T r——i . -~

3. Method of Sampli.ng

The method of sampling shall be agreed between partles cancerned 50 as tm
take the representative sample. - . _

4. Methods of Test

Remarks: References to water used for analytlcal purpnses shall be
under stood to mean d1stﬂled water - oy

4.1 Moisture Weigh accurately about 1 g raf the sample mtn a tared fla.t—. .
bottomed weighing bottle of 50 mm in d1ameter and spread the sample on the
bottom of the bottle in uniform fhickness as possible.’ - S

Allow the bottle to be dried in an oven mamtamed at 105 to 110‘“0 for twc: B
hours with the lid of the bottle laid aside. ' - - .

" Allow it to cool 1n & desiccator, replar:e the 11121 wmgh ancl calc:ulate the
moisture cuntent of the sample frnm the £nllnw1ng fmrmula ' |
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