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October, 2005

ERRATA

Page 3
4.3.2 (2)(b), in the explanation following the formula

Error: a:amount of 0.02 mol/AN/10) potassium permanganate
solution required for blank test (mD

Correct: a * amount of 0.02 mol/AN/10) potassium permanganate
solution required for titration (ml)

Remarks: This erratum is for correcting the second edition of this Standard.
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1. Scope

This Japanese Industrlal Standard speclfles the sodJum n1tr1te as
industrial chemical substance.

2. Quality

The sod1um n1tr1te shall be tested in accordance w1th 4, and conform to
the requlrements speclf1ed in followmg Table »

~ Table
Item e "_Quality3
Moisture % - | 8.0 max.
Sodium nitrite (converted to anhydr1de) % | 97.0 min.
Water 1nsolub1e matter (converted to anhydrlde) 5 0.1 max,

3. Samphng Method

Sample 2 Vessels min. at random from one Iot ‘capable of belng
considered to have the same quality, sample the content of almost equal -
quantity from each vessel and allow the homogeneously mlxed contents to
be the sample. _ :

4, Test Methods

4.1 General Matters . General matters .common to the tests shall be in
accordance w1th JIS K 0050, :

'Applicable Standards: | , 7
JIS K 0050-General Ruies for Chemical Analysisr
JIS K 8005—Primary Standard Substances for Volumetmc Determination
JIS K 8247—Potass1um Permang'anate .' - |
JIS K 8528~ Sodium Oxalate
JIS K 8951—Su1furlc ACId _ N
JIS R 3503- Glass Apparatus for Chemlcal Analyms
JIS R 3505 Volumetrlc Glassware L
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