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1. Scope

UDC 621, 725.3

JAPANESE INDUSTRIAL STANDARD JIS

Isopropyl Alcohol
(Isopropanol)
M=60.10

(CH;),CH - OH

K 1522-1963
(Reaffirmed: 1972)

This standard specifies isopropyl alcohol for industrial uses.

2., Quality Requirements

Isopropyl alcohol shall be colourless and transparent liguid free from foreign
odour and conform to the requirements specified in Table 1 when tested in accord-

ance with 4.

Table 1

Appearance

Colourless and
transparent

Specific gravity (20/20° C)

0,785 ~ 0,788

Initial boiling point (° C) 81.5 Min
Distilla~ | Dry point (°* C) 83. 0 Max
tion
test Volume distilled between

initial boiling point and dry 97 Min

point (%)
Residue on evaporation, % by weight 0, 002 Max
Moisture, % by weight 1.0 Max
Free acid as acetic acid, % by weight 0. 002 Max

Solubility in water

No turbidity produces

Remarks: Isopropyl alcohol conforming to this standard shall have the

purity not less than 99 % by weight.

Reference This standard is applicable to isopropyl alcohol specified in the
National Formulary, U.S. A.

3. Method of Sampling

Appropriate amount of the sample not less than 2000 m¢Z shall be taken from
one lot of the product representing the whole by either method (1) or (2) pre-~
scribed below. The time and place of sampling shall be decided to the satis~
faction of the supplier and purchaser.
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