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i . JAPANESE INDUSTRIAL STANDARD J1S
Aviation gasoline K 2206-1991
1. Scope

This Japanese Industrial Standard specifies gasoline for aviation piston engines
"(hereafter referred to as the "aviation gasoline").

Remarks 1. Applicable Standards to this Standard are shown in the following:
JIS K 2249 Testing Methods for Density of Crude Oil and
_ Petroleum Products, and Petroleum Measurement
Tables Based on a Reference Temperature of 15°C

JIS K 2251 Crude Petroleum and Petroleum Products - Sampling

JIS K 2254 Petroleum Products - Determination of Distillation
. Characteristics

JIS K 2255 Testing Methods for Lead in Gasoline

JIS K 2256 Testing Methods for Aniline Point and Mixed Aniline
Point of Petroleum Products

JIS K 2258 Testing Method for Vapor Pressure of Crude Qil and
Petroleum Products (Reid Method)

JIS K 2261 Testing Method for Existent Gum in Gasoline and
Aviation Fuels

JIS K 2276 Testing Methods for Aviation Fuels

JIS K 2279 Testing Method for Heat of Combustion of Liquid
Hydrocarbon Fuel by Bomb Calorimeter

JIS K 2280 Testing Methods for Octane Number and Cetane

. Number

JIS K 2513 Petroleum Products - Corrosiveness to Copper -
Copper Strip Test

JIS K 2536 Testing Method for Hydrocarbon Types in Petroleum
Products by Fluorescent Indicator Adsorption

JIS K 2541 Testing Methods for Sulfur in Crude Oil and
Petroleum Products

2. The units and numerical values given in { 1} in this Standard are
based on the traditional units and are currently the criteria in
force.

These traditional units and numerical values are to be
informative reference on 1995, 4, 0l.
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