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K 2536-6 : 2003 

Foreword 

This translation has been made based on the original Japanese Industrial 
Standard established by the Minister of Economy, Trade and Industry through 
deliberations at the Japanese Industrial Standards Committee according 
to the proposal of establishing a Japanese Industrial Standard from Petroleum 
Association of Japan (PAJ), with a draft of Industrial Standard based on 
the provision of Article 12 Clause 1 of the Industrial Standardization Law. 
Attention is drawn to the possibility that some parts of this Standard may 
conflict with a patent right, application for a patent after opening to  the 
public, utility model right or  application for registration of utility model 
after opening to the public which have technical properties. The relevant 
Minister and the Japanese Industrial Standards Committee are not 
responsible for identifying the patent right, application for a patent after 
opening t o  the public, utility model right or  application for registration of 
utility model after opening to the public which have the said technical 
properties. 
JI$ K 2536 consists of the following 6 parts under the general title Liquid 
petroleum products-Testing method of components: 

Part 1 : Fluorescent indicator adsorption method 
Part 2 : Determination of total components by gas chromatography 
Part 3 : Determination of aromatic components by gas chromatography 
Part 4 : Determination of components by tandem type gas chromatography 
Part 5 : Determination of oxygenate compounds by gas chromatography 
Part 6 : Determination of oxygen content and oxygenate compounds by 

gas chromatography and oxygen selective detection. 

Date of Establishment: 2003-06-20 
Date of Public Notice in Official Gazette: 2003-06-20 

Investigated by: Japanese Industrial Standards Committee 

Standards Board 
Technical Committee on Chemical Products 

JIS K 2536-6 : 2003, First English edition published in 2005-01 

Translated and published by: Japanese Standards Association 
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN 

In the event of any doubts arising as to the contents, 
the original JIS is to be the final authority. 

O JSA 2005 
All rights reserved. No part of this publication may be reproduced or utilized in any form or by any 
means, electronic or mechanical, including photocopying and microfilm, without permission in 
writing from the publisher. 
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JAPANESE INDUSTRIAL STANDARD JIS K 2536-6 : 2003 

Liquid petroleum products- 
Testing method of components 

Part 6 : Determination of oxygen 
content and oxygenate compounds 

by gas chromatography and 
oxygen selective detection 

1 Scope This part of JIS K 2536 specifies the determination of oxygen content, 
methanol, ethanol, methyl-tert-butyl ether (hereafter referred to as “MTBE”) and ethyl- 
tert-butyl ether (hereafter referred t o  as “ETBE”) in liquid petroleum products of 
which the end point is not more than 250 “C by the atmospheric pressure distilla- 
tion test method specified in JIS K 2254 according to gas chromatography and oxy- 
gen selective detection. 

Remarks 1 The determination range according t o  this  Standard shall be 
0.1 mass % to 10 mass % for oxygen content and 0.5 volume % to  10 vol- 
ume % for methanol, ethanol, MTBE and ETBE, respectively. 

2 This Standard may be applied to the sample containing oxygenate 
compounds such as alcohols, ethers and the like. However, when 
the oxygenate compounds other than methanol, ethanol, MTBE and 
ETBE are measured, the component shall be separated to confirm 
and identified before measurement. 

3 When a doubt arises about the test results of methanol, ethanol, MTBE 
and ETBE obtained according to this Standard, the test shall be carried 
out according to  JIS K 2536-2. 

4 The use of this Standard may involve hazardous reagents, operations 
and equipment. This Standard does not purport to  address all of 
the safety problems associated with its use. It is the responsibility 
of the user of this Standard to establish appropriate safety and health 
practices and determine the applicability of regulatory limitations 
prior to test. 

The test methods specified in respective parts of JIS K 2536 are 
shown in informative table 1. 

Information : 
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2 
K 2536-6 : 2003 

Informative Table 1 Classification of test methods 

Standard 
part numbei 

K 2536-1 

K 2536-2 

K 2536-3 

K 2536-4 

K 2536-5 

K 2536-6 

Classification 

Fluorescent indi- 
cator adsorption 
method 

Determination of 
total components 
by gas chromatog- 
raphy 

Annex (normative) 
Rapid determina- 
tion of total com- 
ponents by gas 
chromatography 

Determination of 
aromatic compo- 
nents by gas 
chromatography 

Determination of 
components by 
tandem type gas 
chromatography 

Determination of 
oxygenate com- 
pounds by gas 
Chromatography 

Determination of 
3xygen content 
and oxygenate 
iompounds by gas 
rhromatography 
and oxygen selec- 
tive detection 

Components to 
be tested 

Saturates 
content 
Olefins content 
Aromatics 
content 

Total components 
Benzene 
Toluene 
Xylene 
Methanol 
Ethanol 
MTBE 
ETBE 
Kerosene content 

Aromatic compo- 
nents content 
Benzene 
Toluene 
Xylene 

Benzene 
Toluene 
Xylene 
Methanol 
MTBE 
Kerosene content 

Methanol 
MTBE 

Oxygen content 
Methanol 
Ethanol 
MTBE 
ETBE 
Other oxygenate 
compounds 

Division of 
application 

It is applied to 
the petroleum 
products of which 
the end point is 
not more than 
315 "C (l). 

It is applied to 
the petroleum 
products of which 
the end point is 
not more than 
250 "C ( I ) .  

It is applied to 
the petroleum 
products of which 
the end point is 
not more than 
220 "C (1). 

It is applied to 
the petroleum 
products of which 
the end point is 
not more than 
250 "C ('1. 

Unit 

volume % 

mass % 
or 
volume % 

volume 5% 

mass % 
)r 
Jolume % 

Example of appli 
cable oil class 

Automobile 
gasoline 
Aircraft gasoline 
Aircraft turbine 
fuel oil 
Kerosine 

Automobile 
gasoline 

Automobile 
gasoline 
Aircraft gasoline 

Automobile 
gasoline 

Automobile 
gasoline 

Note (1) The end point  shal l  be in accordance w i t h  the atmospheric pressure disti l lat ion test 
method specified in JIS K 2254. 

2 Normative references The following standards contain provisions which, through 
reference in this Standard, constitute provisions of this Standard. The most recent 
editions (including amendments) of the standards indicated below shall be applied. 
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