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JAPANESE INDUSTRIAL STANDARD JIS

Testing methods for specific resistivity K 3834-1990
recovery characteristic of water filtered by membranes

1. Scope

This Japanese Industrial Standard specifies the methods to test the
resistivity recovery characteristics of water filtered by filter disk, filter
cartridge and disposal filter of microfiltration membrane by measuring the
resistivity of permeated water.

Remarks 1. Applicable Standards are listed below.

JIS B T7411-Etched-Stem Liquid-in-Glass Thermometers,
Total Immersion Type

‘ JIS B 7546-Diaphragm Seal Pressure Gauges
JIS B 7551-Variable Area Flowmeters

JIS K 0552-Testing Methods for Electric Conductivity of
Highly Purified Water

JIS K 3802-Technical Terms for Membranes and Membrane
Processes

JIS Z 8710-General Rules for Temperature Measurements

2. The units and numerical values given in { } in this Standard
are based on the traditional units and are currently the
criteria in force.

2. Definitions

For the main terms used in this Standard the definitions in JIS K 3802
. apply, and the rest of the terms shall be as follows:

(1) filter disk A filter element of sheet form.

(2) filter cartridge A filter element of pleate form, cylindrical form etc.

(3) disposable filter A filter assembly which is thrown away after use.

(4) filter assembly A housing or holder in which a filter element is
built in.

! (5) holder A vessel which serves for use of filter disk.

Documents
Document Sharing Hub

Provided by IHS Licensee=Hong Kong Polytechnic University/9976803100
No reproduction or networking permitted without license from IHS Not for Resale, 07/29/2014 23:05:13 MDT

Full document details: JIS K 3834 1990



http://www.avadocuments.com/doc/jis-k-3834-1990
http://www.avadocuments.com/doc/jis-k-3834-1990

