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Black Powder K 4805-1969
(Reaffirmed: 1978)
l. Scope

This Japanese Industrial Standard specifies the black powder.
However, for the black powder used for sHanting,'JIS K 4817 applies.,

2. Definition

black powder The powder composed of potassium nitrate, sulfur
and charcoal. |

3. Types |
The types and characteristics of the black powders specified
in this standard shall be as given in Table 1.

Table 1
Type Characteristics
Pulverized Pulverized black powder to_be used mainly for core
black powder charge of safety fuse.
‘Black powder Globular black pnwder,_3 to 7 mm.%n diame?er, to be
for mining used mainly for quarrying.  Sometimes sodium nitrate
is used instead of the potassium nitrate.

Granular High density granular black powder of 0.4 to 1.2 mm
black powder in particle diameter, to be used mainly for firework.
4, Quality

The black powder shall be tested in accordance with 6. Test

Methods, and the results shall meet the feollowing requirements:

(1) Combustion time of the black powder shall be in a range'nf

6 to 12 seconds.

{2) Shooting distance in the mortar test for the black powder for

mining shall be not less than 30 m.

(3) The granular black powder of which bulk specific gravity is

0.85 to 1.00 and water content 1.7 % or under.

Reference Standard: JIS K 4817-1962 Shot-~gun Powders
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