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JIS

Tetryl K 4815-1969

(Trinitrophenylmethylnitramine) (Reaffirmed: 1979)

(NO2)3CgHy - NCH3NO2 = 287.15

1. Scope

This Japanese Industrial Standard specifies the tetryl for use as
explosive.
2. Quality

The quality of tetryl shall meet the requirements of the following

table when tested according to the methods of 4.

No.1l No.2
Appearance -’ Thin yellow crystal- Thin yellow crystal-
line powder free from | line powder free from
foreign matters foreign matters
Melting point (°C) 128.8 or higher 127.0 or higher
Water and wvolatile O.i or less 0.1 or less
content (%)
Benzene-insoluble 0.1 or less 0.2 or less
content (%)
Acid content (as 0.02 or less 0.1 or less
sulfuric acid) (%) '
Particle size 100 % passing through
1680 um, and 10 % or
less passing through -
149 um standard wire
mesh sieve

3. Sampling Method

Sampling shall be made according to the following methods from a
sampling unit of 10 t or its fraction of the product belonging to the

same lot.

(1) For Sampling Unit of 9 Cases or Less Two 250 g specimens shall

be prepared by reducing the mixture of 500 g units each
scooped out of the respective cases, one of the specimens as

the test specimen and the other as the preparatory specimen.
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