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Py o ‘JAPANESE INDUSTRIAL STANDARD IS
Pencil Scratch Tester K 5401-1969
for Coated Film - ) (Reaffirmed: 1984)
1. Séope

This Japanese Industrial Standard specifies the tester fo measure the
pencil scratch value of coated film.

£

N 2. ' Construction and Dimensions

The tester shall have the construction shown in Fig. 1 and shall
consist of the components specified in 2.1 to 2.4 below.

Fig. 1 An Example of Pencil Scratch Tester
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' 2.1 Pencil The pencil used shall be of high grade specified in JIS

.8 6006 and 1t shall have been certified in a public organization.

Reference: = The Japan Paint and Varnish Inspection Association, or
other public organization undertakes the certification of the
pencil used,

2.2 Pencil Holder It shall have the construction and the dimensions
given in Fig. 2. It shall be made from cast iron or brass, and shall be
fixed directly to the weight supporter. The tip of the pencil lead, when-
the pencil is attached to its holder, shall approximately agree with the
central vertical line of the weight supporter. The axis of the pencil and
the locus drawn by the pencil lead shall always position in an identical
vertical plane, and the angle made by them shall be 45 + 1°,

.

Reference Standards:
‘ , JIS H 5101-Brass Castings
JIS 8§ 6006—Pehcils and Coloured Pencils

Documents

opyright by the Japanese ][ndustrial Standards
Sat AagR7221431¢012041ails: JIS K 54010


http://www.avadocuments.com/doc/jis-k-5401-0
http://www.avadocuments.com/doc/jis-k-5401-0

