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‘ JAPANESE INDUSTRIAL STANDARD J IS

Shellac Varnish and Bleached Shellac Varnish K 5431-1982

1, Scope

This Japanese Industrial Standard specifies the shellac varnish and
bleached shellac varnish, hereinafter referred to as the "shellac varnish or
the like", to be used for the transparent coating onto wooden furnitures,
indoor wooden surfaces, etc.

Remark: The shellac varnish or the like is a kind of varnish having
liguid nature and volatility to dryness, to be used for the
transparent coating onto wooden surfaces. It is manufac-
tured by solving the film forming material such as shellac
or bleached shellac in alcohol and the like.

. 2, Classification

~ The shellac varnish or the like shall be classified into the following
four types:

(1) - No.l Shellac Varnish Having been manufactured by using No.l
shellac for coating specified in JIS K 5909 as the film forming
material. It shall have the heating residue (shellac content) over
28 %. ' :

(2) No.2 Shellac Varnish Having been manufactured by using No. 1 or
No. 2 shellac for coating specified in JIS K 5909 as the film forming
material. It shall have the heating residue (shellac content) over
22 %. '

(3) No.l Bleached Shellac Varnish (Transparent) Having been
manufactured by using the transparent bleached shellac specified in
JIS K 5911 as the film forming material. '

(4) No.2 Bleached Shellac Varnish (Milky) Having been manufactured by
. using the milky bleached shellac specified in JIS K 5911 as the film
forming material.

3. Quality
| The shellac varnish or the like shall prove itself to satisfy the quality

requirements specified in Table below, when it is subjected to the tests
specified in 5. '

Applicable Standards:

JIS B 7410-Liquid-in-Glass Thermometers for Testing of Petroleum ‘
Products :

JIS K 5400-Testing Methods for Organic Coatings
JIS K 5909-Shellac
' JIS K 5911-Bleached Shellac
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